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PROPOSALS ?OR THE COHPLETIOff (EXCEPT STEEL VAULTS,PLUMBING,ELEVATORS^ 
HEATING APPARATUS ,ELECTPJC V/IF.ING AND CONDUITS) OP TJIF U.S.KINT AT 

DENVER, COLORADO. 


.KL'.'ku'v; DEPAR i i'USlfT , Office of the Supervising Architect, 
Washington, D.C. , June 24, 1902.—SEALED PROPOSALS will be received 
at this office until 2 o’clock P.M. on the 12th day of August, 1902, 
and then opened, for the completion (except certain steel vaults. 

plumbing, elevators, heating apparatus, electric wiring and conduits) 
ot the U.S.Mint at Denver, Colorado, in accordance with drawings and 


sPSClfic^.tipp», copies of which may be had at this office,or at 


the 


4.'-" 

ice of the Superlnterd. 




t )enver, ’ol< 
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of -the Supervising Architect. 


Jamies Knox Taylor, 

Supervising Architect. 


J. 17. G. 
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G o E. Ro 
C > R, B. 

? » L » A a 

w. • 

G.W.D, 

E a A • C. 

"TC7. 

N.B. 

The Government frank sent to intending bidders is to be used 
for the return of drawings and specifications only. 
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treasury gc^rartmcut t 

office OF THE SUPERVISING ARCHITECT. 


SPECIFICATION for THE COMPLETION, (EXCEPT CERTAIN 0? THE STEEL 

VAULTS ,PLUMBING,ELEVATORS, HEATING APPARATUS,ELECTRIC WIRING AjT) 
CONDUITS) OP TIE U.S.SINT AT DENVER, COLORADO. 


GENERAL CONDITIONS. 


FORM OF PROPOSAL, AND SIGNATURE. 

Proposal must be made on the blank form hereto attached, inclosed in sealed envelope, marked proposal with title of building as 
given above, and addressed to the Supervising Architect, stating in writing and figures (without interlineation, alteration, or erasure) 
the sum of money for which the bidder proposes to supply the materials and perform the work required by the drawings and this 
specification, and the time witliin which he proposes to complete the work, and the unit prices called for in proposal sheet. The 
proposal must be signed with the full name and address of the bidder ; if a copartnership, the copartnership name by a member of the 
firm, with the names and addresses in full of each member ; and if a corporation, by an officer in the corporate name, with the corporate 
seal attached to such signature. No telegraphic proposals or telegraphic modifications of proposals will be considered. Proposals 
received after the time advertised for the opening will be returned unopened. If proposal is sent by registered mail, allowance should 
be made for the additional time required for such transmission. 


CERTIFIED CHECK. 

Each bidder must submit with bis proposal a certified check, in a snm equal to 2 per cent of the amount of such proposal, drawn 
to the order of the Treasurer of the United States, and the proceeds of said check shall become the property of the United States, if, for 
any reason whatever, the bidder, after the opening of the bids, withdraws from the competition, or refuses to execute the contract and 
bond required in the event of said contract being awarded to him, and checks submitted by the unsuccessful bidders will be leturned 
after the approval of the contract and bond executed by the successful bidder. 


EIGHT HOUR LAW. 

The attention of bidders is called to the Act of Congress, approved August 1, 1892, limiting the hours of daily service of laborers 
and mechanics employed upon public works of the United States to eight hours in any one calendar day. 


SUBCONTRACTORS. 

No subcontractor or other person furnishing material or labor to the contractor will be recognized, nor will this Department be 
responsible iu any way for the claims of such persoos beyond taking a bond, as required by the Act of Congress approved August 13, 
1894 which provides in substance that when a formal contract is let for the erection or repair ot a public building, etc., the contractor, 
before commencing such work, shall furnish the usual penal bond, with good and sufficient sureties, with the additional obligation that 
such contractor will make prompt payment to all persons furnishing him labor or materials used in the prosecution of the work. 
Persons so furnishing materials or labor have a right of action on said bond, in the name of the United States, for their use. No formal 
contract is usually let, however, aud no bond taken where the amount involved is less than $2,000. 

PARTIES IN INTEREST. 

No officer of the Treasury Department, superintendent, inspector, clerk, employee, or other person in any manner connected with 
the Office of the Supervising Architect, shall be interested, either directly or indirectly, in the contract or work herein provided for, or 
l>e entitled to any benefit derived therefrom ; and any violation of this understanding shall work a forfeiture of all moneys which may 
become due to the successful bidder. 

RIGHTS RESERVED. 

The material proposed to be used, time for completion of work, and the competency and responsibility of bidders will receive 

consideration before award of contract. „ ix 

The Treasury Department reserves the right to accept any part or parts of the proposal made at the pnees included in same ; also to 
waive any informalities in, and to reject any and all proposals, and to require the contractor to discontinue the services of any workman 
employed on the work who is unskillful or otherwise objectionable. 

FORM OF CONTRACT. 

The contract which the bidder agrees to enter into shall be in the form adopted and in use in the Office of the Supervising 
Architect; blank forms of which can be inspected at said office, and will be furnished, upon request being made, to parties proposing 
to submit bids. 


PROTECTION OF WORK AND MATERIALS. 

The contractor must obtain, at his expense, all necessary policies of insurance on work and material supplied by him, as the same 
will he at his risk until final completion, inspection, and acceptance ; but the contractor will be relieved ot any risk for that portion of 
the building occupied by the Government before entire completion of his contract. 


MODIFICATIONS. 

The Department reserves the right to make any additions to, omissions from or changes in the work or material called for by the 
drawings and f-pecification, without notice to the surety or sureties on the bond given to secure satisfactory compliance with the terms 
of the contract; and the Department further reserves the right to demand additional security when additions are made, if, in its judgment, 
such security is required. The unit prices called for in the proposal sheet shall be used as the basis of value of such additions, omissions 
or changes, if they are deemed reasonable by the Supervising Architect. If deemed unreasonable or if none applicable are given, and 
no agreement can be reached by the Supervising Architect and the contractor as to the reasonable value of the work, then the Supervising 
Architect shall have the right to fix the value of such additions, omissions or changes, and no claim for damages on account of such 
change or for anticipated profits shall be allowed. 

PAYMENTS. 

Payments will be made as hereinafter stated. 


DELAYS. 

Each bidder must subniit his proposal with the distinct understanding that, in case of its acceptance, time for the completion of the 
work shall be considered as of the essence of the contract, and that for the cost of all extra inspection, and for all amounts paid for 
rents, salaries of contingent loree, and other expenses entailed upon the Government by delay in completing the contract, the United 

States shall he entitled to the fixed sum of. JL!. JLX. .. dollars (S 50.00 \ 

as liquidated damages, computed, estimated, and agreed upon, for each and every day’s delay not caused by the UnitedStates Provided 
however, that thecollco«.»n ».»»d »am in the dtoionof theSeerctan' b/tvaht/mtSffp„,"”aod tS? 
is to be entitled to one day, . »tion to said stipulated time, for each day’s delay that may be caused by the Government. 

The Department, actug the United States, reserves the right to suspend any portion of the work embraced in the oontme , 
whenever, in its opinion, it would be inexpedient to carry on said work. 





JTOTICE TO SURETIES o 

THE ATTENTION OE THE SURETIES IS PARTICULARLY DIRECTED TO THE 
FOLLOWING CONDITIONS: 

The final inspection and acceptance of the work shown ~by the 
drawings and specifications forming a part of the contract shall not 
"be binding or conclusive upon the United Sta,tes if it shall subse¬ 
quently appear that the contractor has wilfully or fraudulently or 
through collusion with the representative of this Department in 
chaige of the work supplied inferior materials or workmanship,or has 
departed from the terms of his contract In any such case the 
United States shall have the right,notwithstanding such final accept¬ 
ance and payment,to cause the work to be properly performed and sat¬ 
isfactory material supplied to such extent as in the opinion of the 
Supervising Architect may be necessary to finish the work in accord¬ 
ance with the drawings and specifications therefor at the cost and 
expense of the contractor and the sureties on his bond, and shall 
have the right to recover against the contractor and his sureties, 
the cost of such work together with such other damages as the United 
States rnay suffer because of the default of the contractor in the 
premises s the same as though such acceptance and final payment had 
not been madeo 


GUARAN TEE-. 

This specification requires the contractor to guarantee and. 
maintain certain work in good repair for a certain period after its 
final acceptance and the payment therefor and the bond which will 
be required in connection with the general contract must also cover 
such guaranteeo 


PAYMENTS* . ^ ^ 

Payments will be made in the following manner, viz: 90,% of the 
value of the work executed and actually in place,to the satisfaction 
of + he Supervising Architect,will be paid from time to time as the 
work progresses > (the said value t0 T)e ascertained by the Supervising 
Architect acting through the Superintendent of Construction,) and 
10 ^ thereof will be retained until the completion of the entire 'work 
and the approval and acceptance of the same by the duly authorized 
representative of the Treasury Department,but no payment will be due 
to the contractor until every part of the work to the point of ad¬ 
vancement reached (on account of which payment is claimed) shall be 
found to be satisfactorily supplied and executed in every particulf 
and all defects therein ^remedied to the satisfaction of the Supei 
vising Architect; nor shall any payments be due until satisfactory 
conies and shop drawings,as required by the specification, shall 
have been supplied. 
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PROPOSALS. 

Proposals, as hereinbefore called for, must be based ir on 
drawings' Nos. 100, 101, 102, 103, 104, 105, 106, 107, 108, 109, 110. 
Ill, 112, 113, 114, 115, 116, 117, 118, 119, 120, 121, 122, 123, 124, 
125, 126 s 127, 128, 129, 130, miscellaneous drawings Nos. 126-A and 
M-12 , and this specification, and the work must be carried out "n 
strict accordance with the same, such other details and monels as 
may be furnished, and the instructions of the Superintendent. 

It is intended that the temporary removal of the present work 
for the purpose of placing new work,all additions to, or alterations 
of work now in place,the extending,cutting,underpinning,filling 
or the repairing and making good of any work disturbed in making 
such changes or additions,op for the purpose of placing new work 
(except as otherwise noted or specified) shall be included in this 
contract and the contractor should viBit the premises and compare 
the present work with the drawings and spec ification,and provide in 
his bid for the above mentioned work,as failure to do so will in no 
way relieve the contractor from the necessity of furnishing any mate¬ 
rials or performing any labor that may be required to complete the 
work*as contemplated by the drawings and this specification without 
additional cost to the Government. 

WORK INCLUDED. 

The masonry,roofing,structural iron, and terra cotta floors, 
generally,have been completed under another contract and the present 
work will include certain alterations and repairs,the furnishing of 
frames,etc., and finishing of exterior openings,the interior finish, 
and the approaches. 

WORK NOT INCLUDED. 

In addition to the v/ork indicated in outline on the drawings, 
which is now in place,the elevators,some of the steel vault linings 
as indicated, heating apparatus,plumbing,electric wiring and conduits, 
and lighting fixtures (except lanterns and lamp standard and the 
floorsfmarble work and registers in toilet rooms will not.be included 
in this contract, but the contractor must carefully fit his work 
to any work now in place or which may be provided by another .contract¬ 
or in advance of that required by this spec plication, and he shall 
not proceed with any part of the work in connection with such ot—er 
work until the same is properly in place,and he is so directed by 
the Superintendent. 

DRAWINGS o 

Alternate solid and broken lines on plans and sections,indicate 
brickwork; stippling indicates stone or marble;cross hatching indi¬ 
cates concrete and plastering;wavy or crinkled j.ines terra cotta, 
solid bines generally wood,and work shown in outline work in place. 

The general character of the detail work is shown on the scale 
drawings but minor modifications may be made in the full size 
drawings’and the contractor must not get out any part of the work 
until he 5 has received the full size details for the same. 

It is intended that the drawings and this specification shall 
cooperate and should anything be noted on the drawings thais not 
mentioned in the specif ica tions, or vice versa, the same :cv t ho 
cuted as if occurring in both. 
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The figures and dimensions of work now in place,are approximate¬ 
ly correct,hut the contractor must take all measurements on the 
•premises from which to execute the work and he will he held respon¬ 
sible for the proper fitting of his work. 

The contractor should check all figures before commencing 
the work,and any discrepancies must be at once ref e.. rred to the 
Superintendent for adjustment,and failure to do so will in no 
way relieve the contractor from the necessity of correcting without 
expense to the Government,any errors that may occur by reason of 
such neglect. 

The decision of the Supervising Architect as to the proper 
interpretation of the drawings and specification shall be final and 
conclusive. 

TIME TO COMPLETE. 

The contract will require that the work be carried on with 
Sufficient workmen and materials (satisfactory to the Supervising 
Architect) to insure its completion within not more than 20 months 
from the date of the approval of the formal bond by the Secretary 
of the Treasury. 

OLD MATERIALS . 

Old materials from work torn down or altered,where suitable 
and in good condition may,with the approval of the Superintendent, 
be reused, and all other materials having value must be stored on 
the premises where the Superintendent may direct* 

WORKMANS KIP AND MATERIALS. 

All workmanship and materials necessary to fully complete 
the work contemplated by the drawings or this specification, whether 
or h04: specifically indicated shall be furnished,and where not other¬ 
wise noted or specified alterations or extensions must correspond 
with similar work now in place. All materials shall be of the best 
quality,and all workmanship the best known to the different trades. 


REJECTED MATERIALS. 

Materials and work that has been rejected must be removed from 
the premises at once,and should the same not be done,tne Superin¬ 
tendent may,after 48 hours notice to the contractor,have^the same 
removed and the cost of such removal will be deducted from any 
money due the contractor. 

PROTECTION. 

All work and materials of every descript ion,now in place, 
to "be placed by other contractors in advance of, or work herein 
contemplated,liable to injury during construction,shall be fully 
protected from damage from any source. The tops of all walls must 
be covered when leaving off work,and if at any time during the exe¬ 
cution of the work any part is liable to damage from weather,such 
protection as the Superintendent may deem advisable shall be provided 
without expense to the Government. 

The contractor shall also provide and maintain all necessarv 
guards, lights, etc.,for the protection of the public. 



DAMAGESo 
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The contractor shall he held responsible for,and be required 
to make good at his own expense,any and all damage done or caused 
by him, or his workmen, in the execution of this work. 

SCAFFOLDING, ETC. 

The contractor must furnish all scaffolding,machinery,tools, 
utensils,etc., necessary for the proper carrying out of his 
contract,and the same must at all times'be safe and suitable for 

the purpose. 

TEMPORARY HEAT. 

The contractor must furnish,at his own expense,such temporary 
heatj(including apparatus and fuel,) as may be necessary to fully 
protect the work,both during its execution and until the final com¬ 
pletion and acceptance of all work under this contract,and at no 
time shall the temperature be allowed to drop below 40° P. in any 
portion of the building which has received the first coat of plas¬ 
tering. 

TEMPORARY WATER CLOSET. 

The contractor must provide temporary water closets,with suita¬ 
ble fixtures,etc., properly connected to the water supply and city 
sewer,for the use of the workmen. 

The work shall be installed in a satisfactory manner,be main¬ 
tained in a santiary condition,and at the completion of the work, 
the fixtures and piping shall be removed and the connections to the 
city sewer capped to the satisfaction of the city authorities,and 
the premises left clean,the fixtures,piping,etc.,to remain the prop¬ 
erty of the contractor. 

CLEARING UP. 

At the completion of the work,the contractor must clean up all 
rubbish,etc.,in and around the building and remove the same from the 
premises and adjacent streets. 

SURVEYS AND LEVELS. 

The various levels noted on the drawings are computed from 
city datum and the contractor must employ and pay for the services 
of a competent engineer to lay out the lines,and test the grades and 
levels of all work in connection with the approaches,and upon the com4 
pletion of the work forward to this office, through the Superintendent 
a certificate that said levels are as required by the drawings and 
in accordance with municipal regulations. 

PHOTOGRAPHS. 

The contractor must furnish to the Supervising Architect on the 
first of each month two photographs mounted on muslin,not less than 
6 1/2" x 8 1/2”, showing the condition of the work from two differ¬ 
ent points of view to be selected by the Superintendent. Photographs 
shall be marked with the name of the building and the date upon 
which they were taken. 
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SHOP DRAWINGS. 

Shop drawings,as hereinafter required, must be furnished the 
Supervising Architect for approval,, and all work furnished raust be 
in strict accordance with such approved drawings. The approval of 
bhup drawings shall refer only to the size of materials and design 
of details,and does not mean said drawings have been checked,and in 
no way relieve the contractor from the responsibility for the proper 
fitting and construction of the work,nor from the necessity of 
furnishing materials or workmanship required by the drawings and 
specifications which may not be indicated on shop drawings when 
approved* 



3 


SAMPLES . 

Bidders must forward with their porposals, 4" x 12” x 12 
samples of granite to he used for copings,walls,etc.,and oi re 
sandstone for curbs,showing the natural fracuftre and dif^eren, 
finishes. 

The contractor must forward to the Supervising Architect ^ 0l 
approval,samples of all materials required,with charges prepaid. 

ho materials shall he delivered on the site until samples of 
the same have been approved by the Supervising Architect, ani *vnen 
delivered, the materials and workmanship must correspond in ever;y 

respect with the samples approved. 

The following samples must be submitted in not more than two 
shipments,within 6 weeks from the date of the award of the contract 

Portland cement, About 2 qts.in tight cans,with brand 

and name of maker. 

Sand, 

Stone slabs for paving, 6" x 12", 

Aggregate } 

Belgian block for paving, 

Common brick, 

Enamel brick, 

Structural terra cotta, 

Galvanized iron,different gauges ,pieces 6 " x 6 ", 

Copper pieces,6" x 6", 

Metal clips, 

Metal lath,showing coating,pieces 6 " x 6 ", 

Expanded metal,pieces 6 " x 6 ", 

Marble, each kind and finish,pieces 6 " x 20", 

Terrazzo, pieces 6 " x 20", 

Glazed tile, 

Mosaic floor borders,sufficient to ^iow design and workmanship. 

Hardwood, stained and finished as specified; 1" x 6" x 12", 

Hardware,samples of each piece to be furnished,marked for places 
intended to be used. 

Glass,of the several kinds,pieces 6" x 6", 

Wrought iron grilles,showing workmanship and finish, 

Bronze,pieces 6 n x 6% 
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Painted strips,3" x laL",showing tints proposed for woodwork, 

White lead,red lead,linseed oil and varnish,with name of maker 
and place of manufacture; 2 lbs. each of lead and 
1 qt. each of linseed oil and varnish. 

The contractor shall also submit any other samples,during the 
progress of the work, that may be required by the Supervising Archi¬ 
tect. 

Each sample must have a label showing the name of the contractor 
and the building for which the material is intended. 

At tho time of shipment,written notice,with an itemized list 
of samples,must be sent to the Supervising Architect by the contract¬ 
or and no consideration will be given samples submitted by other 
parties. 

Samples received not properly labeled,or samples received 
without written notice from the contractor ,7/ill not be considered. 

Attention is called to the fact that time is required for 
testing and inspecting samples,and in no case will additional time 
be allowed on account of failure of contractor to promptly submit 
samples in strict accordance with the above requirements. 

In this connection the attention of bidders is particularly 
called to the conditions under which payment will be made as 

previously stated in this specification. 


t 
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-E XCAVATIO H_ 

Unless otherwise indicated, all necessary excavating must 
he done,the excavations for footings to be large enough to receive 
plank iorms. Provide any sheet piline that may be required. All 
excavations and the' basement of building must be kept free from 

water during the execution of this contract and until the final 
acceptance of same by the Government. 

All excavations must be back filled to the required grades 
with approved earth well puddled and .tamped in layers,the back 
tilling to be done at such times as the Superintendent may direct, 
and any earth that caves in, or backfilling done before it, is 
ordered shall be removed. All sheet piling and wood forms must 
be removed before backfilling. 
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■CEMENT AND SAND- 
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All cement used under this specification shall be Portland 
cement having a specific cavity or „ ot less than 3.10, not 

more than 3* magnesia not 2 * anhydrous sulphuric acid, he of 
such fineness that 90* will pass through a #100 aieve 

and brlquettoo mads from nsat cement, after exposure * & J ir ’ 

for one day and in water for a 

f0r alx days,must have a tensile strength 
oou lbs# per sq#inch. . t/om 4 . 

pata ex P°sed to the air for sovon 
days, or immersed in water fnr _j.„ a 

„ " SlX days after ”»ard set" shall show 

no blotches,discolorations,checks or eigne of disintegration 

The cement shall be uniform in quality.be delivered in th , 

original packages bearing the brand and maker's name, and must be 
kept free from moisture* 

SAND. 

All sand must be clean,coarse and sharp. 


| 




,-CONCRETE AND MORTAR 


. MORTARS. 

For all mortars the cement and sand must be mixed dry until < 
the cement is thoroughly distributed through the same: then aitficierflr 
water added to thoroughly dampen the mass and the whole worked to a 
uniformly plastic condition. 

The cement and sand must not be mixed until wanted,and only 
in such quantities as can be used before initial set takes place. 

CONCRETE. 


For all concrete the cement and sand shall be mixed as above 
spec ified,the aggregate drenched and drained,then mixed with the 
mortar until each piece is thoroughly coated. 

Where concrete is over 12" thick,lay in aucceeding layers 
where practicable,and before it commences to set tamp until the 
wator appears on the surface. All surfaces upon which concrete is 
laid must be clean,and well wetted. 

FOUNDATIONS AND WALLS. 

Concrete for foundations and walls shall be composed of one 
volume of loose Portland cement,two volumes of loose sand and 
five volumes cf clean hard stone broken to pass'dn any of its 
diameters through a 2" mesh screen. Provide plank forms wherever 
required. 

FLOOR# 

The present excavation (except where otherwise called for) is 
at proper grade to receive the floor construction. The basement 
floor shall be composed of concrete laid on a . bed of broken 
stone. (Floors of Elevator Pits not in this contract). 

The concrete of the basement floor (except Where otherwise 
noted), shall be 5" thick,and composed of one volume of loose 
Portland cement, twc volumes sand‘and 3 volumes hard,clean stone 
broken so as to pass through a 1" sieve. Where granolithic is 
indicated,immediately after laying the concrete spread a 1" finish 
coat composed of equal volumes of Portland cement and finely crushed 
granite,with only enough water to thoroughly dampen the mass, 
(dusting with dry cement will not be permitted) and trowel to a 
smooth,even surface. Where cement base is required carry the 
finish coat up the walls,finish to a straight line,with rounded 
edge at top,and with cove at floor angle. Any filling required to 
bring floors to required grade shall be done with broken stone 
well rolled or tamped in place. 

Where wood floors are required bed in wood strips hereinafter 
specif ied,and for other floors keep the top of concrete low enough 
to receive the same. 


The floor in the inspection pit shall be of the thickness noted 
with steel bars and straps bedded in,as indicated,floors and walls* 
to be composed cf concrete same as specified for basement floor -he 
floors to have 1” finish coat of equal parts cement and sand 


1” 


Floors of vaults A,B,C,D,H,K,L and closet 
cement*Inash %a s specified for basement floor 


over vault A to have 
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The floor of the large storage vault in the basement shall 
have steel bars as indicated, bedded in concrete same as specified 
for basement floor. The top surface shall be finished perfectly 
eve with thin coat of equal parts Portland cement and sand,ready 
to receive the steel floor under another contract. 


n° basement floors shall be laid until all works against which 
00rs must finish are in place,and all pipes that go below 

Superintendent ^ tested and not until s0 directed by the 


The inspection pit and 
be pushed to completion at 


concrete work of storage vault must 
once. 


PILLING. 


with concrete composed of X oneVolume 1 of^o^tland Sha11 ^ e 4 . filled 
sand,and five volumes of clean gravel screened though a sA^cleve 
Where wood floors occur wood strips.hereinafter specified {toll bl 
tedded in place, //here granolithic floors occur finish as 
or similar floors in the basement and elsewhere keep the filling 
low enough to receive the various kinds of floors indicated. g 

The concrete covers of the vent stack shall be thp oom- at3 
within ied l”°of t the"bottom. mUSt ^ #1 ° ™ ed “ -" dd ed 


Pilling under terrazz 


o is specified under marble work. 
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S TONE WORK 


% i/ 


'QUALITY# 

All flag stone shall he of local granite,and all other stone 
shall correspond, in every respect with that now in place. 

NAME AND LOCATION OF QUARRIES. 

The name and location of quarries from v/hich it is proposed 
to obtain the stone must he stated in the proposal sheet- 

COURSE PLA]fe 0 

Complete course plans,in triplicate,showing the size, shape 
and jointing of all cut stone,must he furnished as hereinbefore 
specified,and no stone shall be cut until said plans have been 
approved by the Supervising Architect. 

The facing generally shall have 4 and 8 " beds,with battered 
face where shown.. Approved crystalized trap rock dowels must be 
employed, at joints of blocks. 

FINIS Ho 

All exposed surfaces of stones to be finished to correspond 
- with similar work now in place.. 

The horizontal surfaces of all stone ooming in contact with 
masonry shall be axed to a full even bearing,and have all unexposed 
aides and backs pitched off at right angles to the beds. 

The undersides and backs of steps and platforms to be rough 
pointed and have v/ashes of l/s" to the foot unless otherwise indicat¬ 
ed. 

No patching and hiding of defects will b© permitted and lewis 
holes shall not be made in surfaces which will not be covered with 
masonry. 

Where openings in stone work are enlarged the present stone must 
be redressed,and if necessary for good work,new stones must be 
furnished,the old stone to be removed back far enough to give good 
bond. 


Flagstones for floors in refinery room to be sawed 2 1/2" thick 
in slabs about 6 ’ 0 " x 6 *O' 1 . 

f 

SETTING. 


All stone must be carefully set,with close joints,in a full 
bed of mortar,and all joints must be thoroughly filled with mortar 
and pointed. 


set 


All stone shall be 
and no stone shall be 


washed clean immediately before being 
set in freezing weather. 


, EYer 7 aha11 be securely anchored in place and the con¬ 

tractor shall furnish all necessary dowels,anchors and cramps the 
anchors ana cramps to be heavily asphalted. * 




i 


15. 

witfiurfaits S tru e t s^ Refinery r ooms slia11 be bedded in'mortar, 
approtefacfd p^roTT’ ^ taTe a11 j ° ints filled with an 

CUTTING ETC. 

Cut raglets where necessary at least 1 1/2" deep, for flashings. 

lantems 1 at h ?n?rance t and P on S rear W wali:° r ““ WirSS and pipes t0 the 

mortar. 

cemenf L/r^hrL^ol^es'crsandf 1 ^ ° f 006 T ° lume ° f Portland 

CLEANING. 

down wi?h an“app“yed°was t h. e WOrk a11 eXP ° Sed 3Urfa0es »»t he cleaned 


1$. 
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BRICKWORK 


COMMOlSr BRICK. 

All brickwork not otherwise noted or specified, shall be built 
with the best quality hard burned common brick, firm in texture, 
even in size, and free from magnesia or limestone pebbles ; or other 
defects. No bats to be used. 

ENABLED BRICK. 

All enameled brick shall be of the best quality,free from cracks 
or defects and of the proper size to work with other brickwork. 

LAYING. 

L 

All walls shall be built uniformly one scaffold high at a 
time, be plumb,true to line,have horizontal joints level,and be 
bonded every fifth course in height. The enameled brick shall be 
bonded to the other brickwork with approved metal ties,one to each 
brick in the bond course,and elsewhere bond with headers extending 
entirely through the wall (or to facing) laid in su_cceeding course 
so as to overlap. 

Rub all brick in a full bed of mortar, with close joints, and 
fill all interstices. Point all enameled brick with a beveled 
joint, cut mortar off flush with brickwork where walls are to be 
plastered,and strike all other joints. 

Anchor to the present ■pasonry,using asphalted wrought iron 
anchor wherever required. 

Underpin where indicated. 

CHIMNEYS. 

The chimneys shall be lined throughout the entire height of 
the brickwork with best quality fire-brick laid in fire clay mortar, 
free from ;the other brickwork,to permit expansion and contraction. 

BUILDING IN IRON ETC. 

The contractor must level for,set and build in all iron in con¬ 
nection with brickwork. 

ARCHES. 

Brick floor arches,with skewbacks,to correspond with those 
how in place. 

Arches over interior openings to be full thickness of walls 
and in no case less than two row locks deep* Form skewbacks wherever 
required,doing any necessary cutting of the present masonry. 


CENTERS. 

All arches shall be built on strong wood centers, which must 
not be struck until the mortar has set* 

MORTAR. 

All mortar for brickwork (except as otherwise specified) shall 
be composed of one volume of Portland cement and three volumes of 
sand ; white sand to be used in .connection with enameled brick. 
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-STRUCTURAL TRRRA COTTA- 


QUALITY. 

terra^cott'? rr ?> f ire P™of ing shall be of the best quality porous 

. 1 cotta, containing not less than 40^ voids, of such texture as 

Irue h ?“ “ w , ithout fair "2nd 

marnesia* d ,? Venljr burned,unwarped,free from limestone or 

Piloted shaShe’ropgh?’° r ° th ° r defe ° tS and Surfaces to receive 

FLOOR ARCHES. 

same ^rn^thatn^in °J 6Xtended > terra cotta of the 

cotta broken or rented useless' hTlL** US ? d and an ^ terra 
be replaced by the contractor. The shells of flon chan p s must 
not be less than 1" and webs not lesl t£an 3%» f 1 * 11 

and girders must be entirely encased with not less thin 2" 
cotta,special pattern must be furnished where required as cutting 8, 
of terra cotta to obtain required forms or sizes will Aot be g 
permitted. 

PARTITIONS. 

lhe shells of partitions shall not be less than 3 / 4 " and wah<* 

not less than 5 / 8 " thick; 6” blocks shall have two cells and 4" 

blocks 3 cells,and for bonding and where heavy nailing is required 
provide special blocks. * required 


Build in a 


substantial manner,bond together thoroughly and 

isonrv WT + Vl VlOQ-n-tr 1 - & J > ailu 


alter ,ne tilling on floor arches has been done, and openings of 
the proper size must be left for all registers. P S 

PURRING. 

tprr ^ nf t ! fl rr ^ C J t J a furring shall be laid in a similar manner to the 
terra cotta partitions, and be anchored in place with heavy asphalted 
wrought.iron anchors, one to each 4 sq.ft, of terra cotta. ^ ‘ 

‘At openings provide terra cotta arches. 

COLUMNS. 

All columns not otherwise protected shall be entirely encased 
” It™ 00 »« !•« than 2- thick.which 

protected. ooluans In the inspection pit are not to he 

MORTAR. 

of. 3“SrS£ 
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-STEEL AND IRON, WORK- 


r— 


DRAWINGS, 


iron work P Af r pI^ ne:S H in quadruplicate,of all steel,wrought,and cast 
ficau'^p must r P ry es cription,conforming to the drawings and speci¬ 
fication.must be submitted,as hereinbefore specified, and ro work 

approved & ELT* drawi '^ shall be done until the^ have b'ef 
approved Py the Supervising Architect. 

^7T Te the W ° rd ' ,similar " is used it must be taken in its 

independentIV ** ^ dentical 5 each Piece must be worked out 

. ependentiv with,£ue reference to the position it is to occunv 
m connection with the plans and detailsT occupy 

' STEEL. 

of uniform in iohJS ?SIiSh? te9 2 of manufacture 

otherwise spec if led, to b? melJ™ SI? ^ ^’ and > eXCept where 

0.06/; of phosphorous /have ooo 

pounds to the sq.inch elastic limit of at least SOf, of tile ultimate 
strength,ana an elongation in 8 ” of not less than ?w LJ ! ultimate 

be d reioctedf ar6a &t fraCtUre ° f 4( ^« Steel rolled 2 1 / 2 / light^ill 

Specimens of medium steel either cold or after beinr* heat^ 
to a red heat and quenched in water at 70° E. shall be capable of 
being bent through MO- on a diameter equal to the tMckSss of L 
test piece without showing a crack or flaw. ne 

Rivet steel shall have an ultimate strength of from non +r% 
58 y 000 IPs., per sq.inch; 58* elastic limit; a reduction area 
at fracture o± at least 50^ and an elongation in 8 " of 28tf. 

and flattened upon itself^ithe^before 0 ^?^ter^ein^he ??^ 001 ' 1 
above specified for medium steel,without sign! c? 

thereor^t f ] i ess h tv a S i ??n»°i Stee i Sha11 have the »elt number stamped 
in tUi ? 10 from the ®hd,except materials shipped 

on I metal tag ! 3 ° r egS ’ ln whioh oase the melt n ™her W te stamped 
WROUGHT I RON. 


Wrought iron must be 
free from blisters,cinder 
must be thoroughly welded 

CAST IRON. 


tough,fibrous and uniform in character 
spots,or imperfections,and finished pieces 
during rolling. v 


All-castings must be from the best n , la H+v + „„ . 
be free from cold shuts or blow holes. Test bLs Q ? rey + lr0 ?’ and 
cast iron 1" square,cast from the same hea+nf if* ? atru ctural 
or as runners, to be detached bv the Inspecto/ahsi? 1 ^ 11 Sand mai lds 
sustaining on a clear span of 4»8", a central’l^d^’n^ro^? 1 ® ° f 
in the rough bar. A blow from the hammer shall produo^°° lbS ’ When 
tion on a rectangular edge without flaking the metS n mdenta- 

iron shall be cast from a superior aualitv of ir.n' , ,°. rnaillental 
the finest of castings. quality of iron,suitable for 


WORKMANSHIP, 


A1.P castings must be true to form, smooth and unwarped and of 
sufficient thickness to give strong and rigid v,rork. All ornamental 
cast iron shall be made in moulds with special facings, and 3.11 
angles and mouldings must be s traight,sharp and true to pattern. 

All ornament must be modeled in a spirited and artistic manner, 
be properly undercut,have all plain surfaces finished smooth.the 
finishing and chasing to be done by hand. 

Holes for bolts and screws in cast iron work shall be drilled, 
heads of bolts and screws countersunk, joints generally lapped or 
rebated together,and where joined together or in connection with 
other work the surfaces to be plained or ground to fit closely*, 

Eutt joints generally to have steel plates at back. 

All joints and splices of steel construction must be planed so 
as to give close and true hearings throughout,as the use of shims 
will not be permitted,and all built members,when same shall have been 
finished,shall be absolutely free from twists,open joints or ot>er 
defects* 

Steel that has been partially heated or bent cold must after¬ 
wards be wholly annealed,except the ends of beams after heating for 
coping. 

The various pieces must have distinguishing marks plainly 
painted thereon. 

Connections of steel work generally shall be riveted but where 
it is impossible to rivet,bolts may be used,the nuts to be drawn 
up tieht and the threads upset with a chisel. 

Holes for bolts which will be subject to shear shall be reamed 
after the pieces are assembled,and the bolts turned to a driving fit. 


' Holes in st eel b/8" thick may be punched full size,but where 
of greater thickness is used the holes must be drilled,or they 
may crunched 1/8" small and when the parts are assembled,reamed 
full size. The diameter of the die shall not exceed that of the 
punch nor the diameter of the punch that of the rivet by mere than 
1/16", and all holes must be so accurately spaced that when parts 
are assembled hot rivets of the proper size will enter without 
being distorted. Where holes need enlarging it must be done by ream¬ 
ing. The use of drift pins is prohibited. 

-rv^he rivets shall completely fill the holes,have standard heads 
concentric with rivets,with full bearing on plates,and be driven 
with a machine capable of retaining pressure after upsetting the 
rivets , except that hand riveting will be permitted where a machine 
Cannot be used. 

INSPECTION. 


As soon as practicable after the award of the contract the 
Supervising Architect shall be notified of the mill or mills"* 
where the steel is to be rolled and of the shops where the work is 
to be made up so arrangements may be made for inspection* and* ample 
facilities must at all times be furnished,and at least 3 days notice 
given,the authorized agent of the Government,both at the mill and 
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at the shop, for the inspection of the materials;and should the con¬ 
tractor fail to complete the work within a reasonable time,in the 
opinion of the Supervising Architect, or any material be shipped 
without inspection,the co3t for extra inspection shall be deducted 
from any money due the contractor# No part of the work shall oe made 
up,riveted,painted or shipx^ed before the materials have beer, 
inspected,or notice given that inspection will not be made. 

If it be deemed necessary to take samples for testing from 
finished pieces,or to test such pieces to destruction,the injured 
pieces will be paid for at cost,less the value of the metal as 
scrap unless the iron or steel so tested does not withstand the 
required tests,when it will be rejected and no compensation therefor 
will be allowed. All pieces required for testing must be furnished 
by the contractor. 

SETTING. ... 

All steel and iron work shall be accurately set and substantial¬ 
ly secured in place. Steel plates must be used for leveling and all 
structural steel and iron work,including all miscellaneous iron 
work, must be furnished by the contractor. 

LINTELS. 

All new and enlarged openings in terra cotta partitions shall 
have lintels of 3 / 8 " steel of width equal to the thickness of the 
terra cotta,unless otherwise shown or noted. 

Plate lintels shall have not less than 6" bearing on walls. 
PURRING. 

The general scheme of furring for the several places is indi¬ 
cated on the drav/ings which shall be secured to the steel framing 
with bolts or approved metal clips and to the masonry with expansion 
bolts. The furring shall in all cases coniform as nearly as practi¬ 
cable to the finished profiles,and 3/8" rods 12" on centers must be 
secured to the steel framing with #10 galvanized malleable 
wire for receiving the metal lath where brackets are over 16 1 ' on 
centers. 

PIPE SLEEVES. 


Pipe sleeves made with angle frames with riveted connections 
must be secured to the roof framing where acid pipes pass through 
the roof. 

PIPE RAILING. 

The pipe railing shall be \ l/4" inside diameter screw jointed 
pipe,with the necessary fittings ,shoes,and collars, The standards 
of the stair in the boiler room to have wrought iron brackets- Secure 
to the masonry with 4* x 3/8" expansion bolts. 

ladpers. 

Ladders shall be shifted, altered,extended, and reset as indi¬ 
cated on the drawings, new ladders shall be similar to those now in 
place,and all ladders must be secured to the steel framing or masonry 
and braced in such a manner as to make them rigid. Provide a ladder 
%*ith 3/4" rungs with at least 15* foot room, spaced not over 12" 


a p artl throughout the erjtire height of the shaft enclosing smoke 
3 tack. 


SCRFTF1ITS. 

The screens in opening S ' shall be l/2" mesh of #16 wire with 
heavy wire frame secured in the sash. Provide similar screen- 
all louvres. Provide screens with 1 l/2 diamond mesh, of r ' 
out in 1" channel frames,under all skylights. All screens sna.- 

galvanized after being made up. 

CAST IBOIT COLUMNS, 

Tlie cast iron columns shall be of the thiokness,length and 
detail shown on drawings. These must be obtained at once on avar 

of contract. 

ASH HOIST JIOOR. 

The ash hoist door and frame shall be of cast iron, the frame to 
hp 3et **iush with finished surface ,extend the full depth of the brick 
Arches and have rebated rim, with grooves with outlet to permit 
water to run out. The cover shall be in two pieces with rebated 
wpather tight'joint at centre,have flange around the outside, 
diaaiml stiffening on underside .have upper surface channeled,be 
hingedat sides,and have wrought iron quadrants at each side,arranged 
to hold the covers in such position when open A as to permit the ash 
hoist to pass. Provide with countersunk lifting rings and approved 
device for locking from below. 

VAULT LIGHTS,COAL HOLE COVERS,&C. 

The vault lights,coal hole covers and manhole over well room shall 
have frames with hinged-covers and locking devices,made in a similar 
manner to the ash hoist door. The vault lights shall have 
p-lass designed to admit a maximum of light and be made water tighu. 
Substitute ’vault lights for coal covers now in place where so 
indicated. 

S MOKE FLUE» 

The smoke flue from Beposit Melting Room shall be of 1" thick 
cast iron with heavy hubs at joints. Anchor to the steel 

framing Sr masonry at least every 4'0» with heavy asphalted wrought 

iron straps. 


LOUVRES & FRAMES. 


shaft 


The frames and cornice at the top of the vent/yshall have stifient 
ing ribs, the top to have holes drilled for securing the expanded 
metal. Form rings and collars at smoke stack and make water tight 
joints. At the bottom provide continuous angle,which shall be 
secured to the masonry with 4" expansion bolts,one at each angle and 
one at each center mullion. Cast lugs on under side of louvres and 
secure to the frames with tap screws. 

The frames for louvr^fe AftF n b < ¥' £ foade to receive the copper flash— 

. and be secured to the steel framing with tap screws. The louvre* 
hull be of cast iron with steel pivots with brass sockets in the 
framesbe fitted closely and have approved,easy working device for 
operating thorn from the floor. 
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TRffiTCI COTOIi. 

The trench in the rolling and. cutting room shall have cast iron 
frame with rebated, jambs with flanges and stiffening webs at bottom. 
Provide cross webs every 3’0" and anchor securely to the concrete. 
Pit with l/4" steel plates properly reinforced,in about 3'0" lengths, 
with countersunk: lifting rings. 

PUSTEiES. 

Around the stack of flues and around pilasters in the machine 
1 dc: provide buffers as shown on drawing # 115 of 1/4" steel plates 
with cast iron corners and anchor to the fireproofing with through 

boltSo 

CLEANOUT DOORS. 

• x* * 


Provide c 
5/PR 


leanout 
metal s 


doors where indicated of approved pattern 
ecu ely anchored to the wall. 


wit 


TRILL 


Cast iron frames shall be planed, to a true,straight surface 
for receiving other finish and \be countersunk wherever necessary 
for hardware ; etc. Casing at wails and around balcony fronts shall 
be made to receive the flooring,and be closely fitted to the 
plastering. 

All cast iron trim,etc., shall be not less than 3 / 8 " thick and 
have stiffening webs on the back at least every 2*0" and shall 
be well secured, in place with tap screws (or expansion bolts, 
as the case may require) placed,where practicable,so as to be con¬ 
cealed. Cast iron or steel brackets must be supplied wherever 
required to secure cast iron finish rigidly in place. 

THRESHOLDS. 

All metal thresholds shall have upper surfaces channeled or 
checkered.to be nox less than 1/2" thick exclusive of checkers, and 
be secured in place with countersunk expansion bolts , two at each end 
and intermediate ones staggered and spaced not over i5" apart. 

V/here required for door bolts,holes must be drilled. 

LAMP STANDARDS. 


The lamp standards at the driveway entrances shall be cast 
iron,with joints made to keep out moisture,be bolted together in 
such a manner as to be perfectly rigid and be secured to the masonry 
with heavy expansion'bolts. Neo.r the bottom of standards provide 
handholes in driveway pavement for access to the wires and pipes, 
the covers to the handholes shall be flanged,rebated,and provided witl& 
device for holding in place and locking. 

i* it each standard with three 50 c.p. electric lamp sockets and 
furnish v.ith ground jlass globes. 


Wire each fixture and extend wires in conduit to handhole 
ready to connect with, the general lighting system. 

STAIRS. 

The main stair shall have steel framing with riveted connec¬ 
tions, with cast iron string and well casings. The cast ^ron knees 
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.supporting treads and risers shall he bolted to the steel framing. 

The strings and casings shall have stiffening webs on hack every 
2*0" have lugs for securing the treads and risers, be moulded an 
paneled as shown,and be made to fit closely to the plastering. Secure 
to the masonry and steel framing with expansion bolts or tap screws 

as the conditions may be require, staggered and spaced not over 2 

apart. 

The risers shall have paneled fronts,be mitred to strings,, 

be flanged and doweled at the top and channeled at the bottom to 

receive the marble treads and platforms. 

The risers of the rear stairs shall be similar to those of the 
main stair,except all but the starting risers will have perforated 
design,the first risers to be plain. 

The treads and platforms of the rear stairs shall have upper 
surfaces channeled or checkered,the platforms to have diagonal 
stiffening ribs on the underside. 

The nevrels shall be secured to the steel framing with 5/8" rods 

passing thro'ugh the newels. 

OBHAItENTAl WROUGHT IRON. 

The ornamental wrought iron shall be the best hand forged work, 
finished undelr the hammer,no stamped or cast work to be used,and 
members in contact shall be welded where practicable; where not, * 
to be riveted. 

All details must be carefully followed, scrolls to be made true 
to curve,and all work firmly secured in place. Sizes,where 
not given,shall be of such dimensions that the work when in place 
will be perfectly rigid. 

ELEVATOR SCREENS. 

The elevator screen on the mezzanine floor shall have bars 
framed together,and have corners welded. The panels at the bottom 
shall be of l/8" sheet steel, flanged and riveted to the frames. 

At backs of panels provide angle stiffeners,the bolts securing 
stiffeners to have ornamental heads on face. 


T2ie door shall be hung on approved steel hangers with anti¬ 
friction sheaves and be fitted with approved elevator door lock. 

Provide rubber bumpers at each side of opening for the door 
to strike against. 

The screen shall be so constructed that the door can be shoved 
back and the entire screen swing out. 

railings. 


The railing for the main stair shall be framed together,have the 
standards shouldered and headed into flats at the top and be secured 
to the strings at the bottom with bolts with ornamental heads. Secure 
to the wood handrail with heavy brass screws abou^ r 2'0" . Special 
patterns must be provided for the different turns in the railing 


The railing for the rear stairs shall be shouldered and he-ded 
into flats at top and bottom,the flats to be secured +o the atr?™ 
and hand rail with screws not over 2»0" apart. “ Sui ~ n £ 


* 
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The railing for the balconies in the mezzanine story shall 
be similar to the railing for the main stair,except the standards 
shall be plain at the bottom,be flattened,bent and secured' to the 
steel framing with heavy tap screws with ornamental heads* Provide 
cast iron blocks with solid bearing on the steel framing and the 
casing at each standard. 

GRILLES. 


All grilles now in basement windows shall be removed and re¬ 
placed with new grilles. All grilles shall be properly framed 
together, generally wide 'pieces to be punched for smaller 

pieces to pass through, similar pieces where crossing to be halved 
and. abutting pieces to be mortised and tenoned,except on the outside 
• v/ ^ er ® f-k^ting pieces shall be shouldered and headed, the bars 
1 + S rillf r s of basement windows and doors to have 2 1/4" cubes 

at the junction of vertical and horizontal bars,and have ends upset. 

... J rill ®s in basement windows shall be secured to the masonry 
?xpan«ion bolt, and the grilles in other open^gl '^ 
shall have horizontals riveted to bars which shall extend and be 
leaded in the masonry. 


The grilles in screen partitions shall be 2" woven mesh 
brass flats riveted wherever crossing; with channel frames secured 
to the wood work with heavy screws. 


GATES. 

The gates in the basement,(except at elevators and on stair 
landings) shall be made as above specified for grilles of similar 
design. The gates to the outside basement entrances shall have 
the back bars at centre and near each end turned true and have 

cast iron hinges with brass bushings secured to the masonry 
with 6" expansion bolts. At the bottom a turned steel pivot with 
heavy plate shall be secured to the masonry with expansion bolts 
which shall fit sockets provided in foot of back bar,the socket to 
have hole for oiling. 

The gates in the basement corridors shall each have three steel 
hinges,with heavy turned steel pins,riveted tc the gates and 
secured to the steel frames with heavy tap screws. 


At the foot of one gate of each pair provide a heavy sliding 
bolt with combined strike plate and keeper secured to the masonry 
with expansion bolts. 

Fit each single gate and each pair of gates with approved 
latches and locks and each gate with hocks for holding them open. 

FOLLIFG GATES. 

The folding gates shall be of a design that will fold up and 
swing back against the wall,be of sufficient strength and have 
approved fasteners. Cuts must be submitted showing design of crates 
the contractor proposes to use. 

LA17TER17S. 

at main entrance 

The lanterns^shall have all joints welded,be securely braced 
at angles,have one side hinged and fitted with approved fastening 
device and be glazed with polished plate glass held in place with 
metal beads. Lanterns for rear wall to have 15" ground'glass *lobes 
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Fit each lt.ntern with three 50 c.p.electric sockets. Wire the fix¬ 
tures,and run #14 duplex rubber covered wire from each fixture 
(the wires to he run in 5/8" steel conduits) to inside face of 
building wall and leave sufficient length of wire for connecting with 
the general lighting system of the building. 

The member carrying the conduit and wires must be made in the 
form of a channel and have iron cover plate put on so as to give 
easy access to the conduit and wires,but joints must be water tight. 

VAULT LININGS. 

Provide and set steel linings for vaults H,K and L,in accord¬ 
ance with miscellaneous drawing M-12,combine Vaults B and C as 
indicated,closing one door opening with steel plates neatly fitted. 
Particular care must be exercised that the door openings 

shall oe perfectly square and of exact dimensions called for in order 
that the doors and vestibules which are in another contract may be 
properly fitted. 

FINISHING AMD PAINTING OP IRON WORK. 

All the ornamental wrought and cast iron of the main stair hall 
shall be electro bronze plated. The metal must be thoroughly cleaned 
of all scales,rust and dirt after which the bronze shall be directly 
deposited on the metal in such a manner as not to peel off when bent 
or twisted and be of such thickness as to permit oxidization from 
acid fumes,and when so oxidized to withstand cleaning with a steel 
brush without injury,or to prevent rusting when exposed to moisture. 
The plating shall match the bronze doors at the entrance in color 
and surface finish. 

All structural steel and iron work,including furring,smoke 
stacks,vault linings,etc.,before leaving the shop,shall be cleaned 
of all scales,rust and dirt,and after inspection,given one coat 
of paint before assembling. Where pieces are in contact each surface 
must receive one coat of paint before assembling. After erection 
All structural steel and iron v/ork,and all parts of floor beams and 
girders now in place exposed above the floor arches,and any steel 
the paint of which shall be injured by the work of this contract shal'i 
be given two coats,‘parts inaccessible after erection to be given three 
coats before. 

All planed or turned surfaces shall be given a coat of white 
lead and tallow immediately after being machined or tooled. 

All ornamental cast and wrought iron shall be given a coat of 
boiled linseed oil; then,exterior iron shall be given a coat of red 
lead and oil and two coats of white lead and oil of tints as directed 
and all interior ornamental iron (except as otherwise specified), 
two coats of rustless black paint,of dull finish and of" such charac¬ 
ter as will not destroy the texture of the iron. 

The paint for structural steel,and iron shall be composed of 
red lead and raw linseed oil,in the proportion of one gallon of oil 
to 25 lbs. of red lead. 

All materials for paintinj must bo of the best quality be de 
livered in the original packages,with seals unbroken,and be’mixed 
on the premises. 
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B R 0 N Z K W 0 R K- 


FRONT DOORS- 

'Hie outside doors and frames of the main entrance shall he of 
the best quality oast bronze,composed of copper,zinc and tin in the 
proper proportions to produce the desired color ,satisfactory to the 
Supervising Architect. The composition shall be free from lead 
or spelter and N:he metal shall be of sufficient thickness to give the 
proper strength and the work must be finished smoc ‘;h« 

Secure together with countersunk bolts and screws placed^where 
* practicable,so as to be concealed. 

The fromeB shall be anchored to the masonry with 3/4" expansion 
bolts staggered and spaced not over 20"apart. Each door shall have 
at least three hinges with steel bushings,of the proper size to 
carry the doors. Provide the standing leaf with 7/8" extension top 
and foot bolts,operated with T handle within easy reo.ch- 

Provide the swing loaf with at least three v/8" bolts to be 
thrown by a lever,with handle corresponding with the handle of bolts 
on other leaf,the bolts to be beveled so as to draw the doors close 
together when closed,. Provide locks and other hardware,designs 
of "which must be submitted to and receive the approval of the 
Supervising Architect before being put in place. 


GRILLES 


The grilles under the seats near the main entrance shall be of 
bronze as above specified, The valves shall be horizontal 



and/yriade to work easily. Set the frames in plaster of Paris and 
secure to the marble work with countersunk screws. 

MjjTDALLION . 

The medallion with the U.S.Goat of Arms in the main vestibule 
floor shall, be of cast brass at leant b/Q" thick. Finish 7/ith a tool 

•„..ure76r necessary to obtain the deoirod of 



_SHEET METAL 7/ORK AMD ROOFING 


aUAPAimOT. 

All work in connection with the roof.,a. required by these epeei-r 
fioutions shall be maintained water ti£ht for a period ' 

from the 3 date of final payment for this contracted should<*• 
of anv do 3 cription,either in the workmanship or the material,1--- P 
within that time the contractor shall immediately.when called upon 
by tbs Supervising Architect .without expense t» the Government,^ke^ 
pood, such part of the roof in every particular,and a,./ ' 

rials displaced or damaged in repairing or replacing such work ..ha 
he mad® good and the work left in perfect condition. 


S;D3ET METAL. 

All joints of sheet metal work,unless otherwise specified, 
shaJLAhe lapped and riveted,all mitres hutted,with straps ,riveted 
oh 1 back, and all joints must he soldered. Where necessary for 
strength or stiffness,heavy gusset plates must he employed,to he 
thoroughly riveted in place. 


CEILING LIGHT. 


The iron framing of the ceiling lights shall he covered 
with mouldings of 20 oz. cold^olled copper,to he folded over the 
iron at top and secured to same with brass holts at least every 20 • 


skylights. 

The skylights shall he of 16 oz. cold rolled copper with 3/l6" 
jc 3” steel stiffening bars in hips,ribs and ridges. Form and 


connect all necessary gutters,condensation gutters,drips,and caps 
in an approved manner, and provide the necessary outlets to gutters. 
Th* caps shall have 3 lb. sheet lead linings,and he secured to the 
Hron bars with brass bolts or tap screws with lead washers at least 
every 9". Glaze with 3/8” hammered glass set on strips of asbestos 

felt. 


FLASHINGS. 

All flashings and counter flashings shall be 16 oz.soft copper, 
flashings to extend under roof coverings on upper surfaces at least 
12" to +he bottom of covering tile on lower surfaces, and extend 
up against vertical surfaces at least 6”, counter flashing shall 
extend to within 1” of roof and flashings in raglets shall he leaded 
in place and have raglets pointed with elastic cement. 

ELEVA TOR HOUSES , E TC. 

Cover the elevator houses and skylight curbs with 16 oz.soft 
copper lay with single lock seams at least l/2” wide,hammer flat and 
scider* Carry up under the skylights and turn down on the inside. 
Secure in place with 1 1/2" x 4” copper cleats,secured to the 
terra » cotta and turned in with the seams. 

DORMERS AND PIPE SLEEVES. 


The sheet metal in connection with the dormers and pipe sleeves 
for acid pipes shall he of 16 oz.hard copper with locked and soldered 
joints. Before laying the copper stretch #16 gauge expanded metal 
and secure the copper to the steel work and the metal lath. 
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GLAZED PARTITIONS * 


All 7/0 od. v/ork, including doors, in connection with 
tition in the engine room shall "be covered with 14 oz, 
secured in place v/ith brass headed nails. 


the glazed par- 
hard copper 


DOORS. 


Doors "R" "U" and "U 1 " shall be covered with tin laid^in the 
3 ame manner as specified for copper on the elevadiOx* houses, before 
laying the tin give the underside a heavy coat of metallic pain^. 


DOOR POCKETS. 


All pockets for sliding doors shall be lined with #24 U.S.Gauge 
galvanized iron,with stiffening bars on sides. 

PI,UR L DTE JOTS. 

Present flue linings shall be extended and new flue lininga 
provided ,v/he re so indicated, of #24 B.W. gauge galvanized iron,and 
left for future connection in the attic. 


REGISTERS. 

Black Japanned registers of plain lattice design and of sizes 
noted on the drav/ings, shall be provided for all heating and ventila 
ing flues ^ 

Except ""The register under seats in main vestibule - ,which are speci¬ 
fied’under "Bronze Work" and all toilet room registers. 

All register frames must be set in plaster of Paris and secured in 
place with the copper clips which have been riveted to the flue 
linings. 

' SPANISH TILE. 

The Spanish tile on the new dormers shall be the same a^be 
laid in same manner as the tile now in place. 

Furnish and set new tile,flashing,etc.,wherever required by the 
changes in work included in this contract. 

Repair the three cracks in tiling of present roof approximately 
a total of 112 lineal feet by removing cracked tiles and laying new 
ones to match pointing up with elastic cement. 
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plastering 


LATKING. 

All lathing shall be of metal,either #20 U.S.Standard gauge 
wire cloth 3/8 n mesh stiffened every 7" with rods 5/16" diameter, 

#24 U.S.Standard gauge expanded metal lath or other approved metal 
lath not less than #26 gauge,all secured to the masonry where in 
connection with the same, and^to the metal furring every 6' with 
#16 soft copper wire. 

All wall chases,abandoned outlets and inlets of flues and 
enclosures for pipes must be covered with the expanded metal extending 
9" on either side. Where metal lath adjoins masonry it must 
extend on the masonry at least 6” and be secured to same, 


' CEMENT PLASTERING. 


All walls of the basement requiring plastering,the walls of the 
light shafts,the walls of toilet rooms in the attic,and wherever 
cement wainscoting is required,shall be given two coats of mortar 
composed of one volume of Portland cement and two volumes of sand. 
The"first coat shall contain as much water as it is practicable 
to use,and before the initial set commences the second coat shall 
be applied and troweled to a smooth even surface,without the 
use of dry cement. The bases of wainscoting shall be run in 
place and must be straight and true. 

HARD PLASTERING. 

All walls and ceilings which are to be plastered,except where 
cement plastering as above specified is required,shall be given 
three coats (all plastering 7/ill be omitted behind marble 
wainscoting) of hard plaster,except behind base skirting,where 
finished coat may be omitted. The finish coat shall he whtte, 
troweled smooth. The first coat on metal lath shall be applied 
with, force so as to thoroughly imbed the lath. 

All plastering to be done with a standard brand of hard plaster, 
which must be delivered at the building (to the contractor,) mixed 
with the proper proportion of sand and ready for application after 
the addition of 7/ater,or in the shape of mortar mixed with sand and 
water ready for use. The sand must be of a quality satisfactory to 
the Supervising Architect,and not more than two parts of sand to one 
of stucco shall be used in the mixture,whether mixed by the manu¬ 
facturer at the building or at his factory. The finished material 
must be delivered by the manufacturer to the contractor as above 
required,and under no circumstances will the contractor be permitted 
to add any solid materials. The plaster must be of such nature that 
under any condition the finish coat may be applied within 12 days 
from the starting of the first coat,without detriment to any portion 
of the work. The bidder must state on the proposal sheet, the" brand, 
with the name of maker and place of manufacture of the hard plaster* 
proposed to be used by him, which must be satisfactory in all 
respects to the Supervising Architect,and if not acceptable the con¬ 
tractor must submit anotner,or other brands in lieu thereof which 
will be satisfactory to the Supervising Architect ;and the finished 

work must he equal to the best it is possible to obtain with the use 
of any hard plaster. 


The plaster must be applied in accordance ?/ith the 3 necif ication 
of the company supplying the same calling for the besVauali+v of' 

IZtlcir? r6 r rfd >- d *° be 3 of^such^thick- 

ness as to leave ail surfaces straight and true. 




30 . 


All walls must be swept clean, and the masonry wetted i:nm'*diate*- 
ly before being plastered. 

External angloB not otherwise indicated shall have approved 
metal corner beads. All angles betwoon walls und ceilings having 
no cornice shall have cove with 3" radius,unless otherwise n)ted. 

All anglodpust be true,and the plastering when complete shall be 
clean,fre* from ^listers ,diucolorct, ions, cracko, or other de*’ cts. 

CORFIOTES. 


All cornices,mould ings and beds for ornament must be run in their 
place and bo in strict accordance with full sized details which will 
be furnished the contractor. All modeling must be done in an artistic 
manner, be finished by hand after casting,and be set and uointod so 
.■joints will not show. 

Photographs in duplicate of all ornament must be submitted, 
to and be approved by the Supervising Architect before casting. 

FINISH OP BASE?<E1 T T. 

Unplastered walls and ceilings of the basement shall be swept 
clean and given two coats of approved white cold ’water paint. 


V. A R B L E WORK 


Marble work in connection with toilet rooms will no e included, 
in this contract. 

QUALITY. 

All marble shall be of the best quality. All marbles in connec¬ 
tion with the floors,except for mosaic, work shall be strongly \einea 
red marble and all other marble veined white Vermont. 


FINISH. 

The exposed surfaces of all floor tiling,borders and i,read3 
shall be hone finish and of all other marble highly- polished- No 
slabs shall be less than 7/8" thick. External angles of cornices, 
mouldings,etc.,shall be without joints,and where joints are neee*sar 
they shall be placed on the sides least exposed to view. 


SETTING. 

Drawings in triplicate,showing the jointing and thickness of a'..:, 
marble work must' be submitted by the contractor,as hereinbefore 
specified and the work must not be gotten out until such drawings 
have been’ approved by the Sup rvising Architect. 

All marble work in connection with the floors shall be bedded 
in mortar composed of equal volumes of Portland cement and sand,ana 
all other marble bedded and jointed in plaster of Paris and secured 
in place with l/8" copper wire anchors spaced generally not more than 
12" apart and placed only so as to be concealed. Lhere boj.tb ; i ods ? 
dowels" or’ other special anchors are necessary the same must be 
supplied by the contractor. All joints shall be rubbed, and 1 itted 
close ^square,and even,and marble which is not against masonry 
shall be backed with terra cotta blocks. 


Special attention must be given to matching the veins of the 
marble, contiguous slabs,where possible,shall be from the same block 
sawn to open like the leaves of a book. 


COLUMNS AND PILASTERS. 

The shafts of columns shall be turned,each in single piece, 
with entasis as shown. Pilasters shall be jointed and have entases 
corresponding with the columns. Anchor the columns to tne iron 
work at the top. 


SEATS. 

The seats shall be in single pieces,and have registers properly 
secured in place as specified under bronze work. 

FLOOR TILING. 

All floor tiling shall be of white marble 7/8" thick after 
being dressed,and must be set by beginning in the centre and 
working toward the walls. Eill all joints with a neat Portland 
cement grout and when mortar has set rub down to a smooth even 

surface. 

TREATS. / 

The treads shall be 1 1/2" thick,each in one piece,and have 

mauldad ed#ei mturu at ends. ?it closely and secure in place. 




CARVING, 

All carving must be done in a spirited and artistic s^nn-r 
from drawings which. will be furnished the contractor. 

ELOOK PORDERS. 

The marble borders and panels shall be t/s" thick,in lon^ 
lengths,extend close to walls,be fitted against thresholds,and have 
all joints fiilled 7?ith thin neat cement grout. 

The mosaic borders shall be composed of richly c lored 

marbles of such size as the design may require,but generally not 
over 5/ft" square on face,not less than 1/2" thick with rough^ 
backs,set in neat Portland cement mortar with a minimum joint. The 
color and design shall be approved by the Supervising Architect 
before being laid. 

terrazzo. 

v» r i + h concrete as hereinbefore specified for fhOing over 
■floor arches*,tamping the same well in place,and before initial set 
commences spread a wearing . .surface at least 1/2" thick, composed 
of equal volumes of white marble chips and Portland cement thoroughly 
mixed. Trowel and roll and after the mortar has set rub the terrazzo 
and borders to a smooth even surface and wash clean. 

The brass medallion,hereinbefore specified shall be set in the 
centre of entrance vestibule and secured in place. 

GLAZED TILING. 

All glazed tiling shall be white,be set with close joints, 
in plaster of Paris. 

TAPES HOLDS. 

Doors opening upon terrazzo floors,not otherwise 
provided for,shall have 1 3/3" marble thresholds,with beveled 
edges, set 1/2" above the floor. 
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-CARPENTER WORK- 


All miscellaneous iron work that my be required in connection 
vrith wood work must be supplied by the contractor. 

WOOD STRIPS* 

Wherever wood floors are required beveled wood strips,2" x o", 

16" on centres must be bedded in the concrete. 

FTRTSKINO LUMBER. 

All finishing lumber,including finished flooring,shall be of ^ 
the vest quality's elec ted*clear stock,thoroughly seasonedand kiln 
dried,contain not more than 12^ moisture at the time of isetting n 
vHffht an d uniform in color,free from sap,shakes,knots or 
^ther* defects. The finish in the basement, shall be hardpinean 
^l=e7/h' 3 r 'e. throughout the entire building,of white oak,alx . 
tc be quarter sawed. The sides ,bottoms and backs of drawers and 
cupboard shelves shall be of clear poplar. 

WORKMANSHIP. 

AH ™<>d 

“ n mWr S wUl C not get into'joiSts and must be put together with stiff 

white lead. 

AH nails ->f^ e st d ^ lT ^ c ^ e rta k pnce a ?fom 8 thf hack, or^Uh 
aE far as FgfcedHs tl "b“ 'entirely concealed, and nowhere are wood 
plugs 3 to'^be'employed‘for securingNhe finish to the walls. 

7n-»r- veneering is done both sides must be veneered with the 
sane kind'of wood '.'here practicable,the veneers to oe the same thick- 

neafi. 

Defects occurring in either workmanship or materials,™h as 

and made good,together with all work affected by such repairs, 
without expense to the Government. 

All surfaces coming in contact with masonry and plastering sr.all 
be painted as hereinafter specified. 

CARVING. 

, ,, v_ Vianrt nsrved from solid wood in an artistic 

manner nn°str?c t^accordanc e^with 0 do tails or models that will be furn- 

ished the contractor. 

panel in * o 

Panel framing and Pf ne V* ss P than°l/'s"”?hick,solid panels 

t^ethek - 

pOCit DRAIN’S* 

?n „es for swinginfnjoors ihall^ave^oubl^rebateS^h^full^ 

linens ot ljis 
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K;irJ« i r/ 0raed i in n? 0 ? tre 03 > frames ‘ ^ere not otherwise indi- 
^ ^> r -/ 1 s ia ^ * je ** 1-/4" thick,‘but in all cases thick enough 

vn’l it re JrHH^ a + a Projections from solid pieces as in no case 
±J ' 1 to form them by nailing or gluing on strips. 


nlaced^rL^oV 6 t0 the ma sonry with bolts, or screws 

pi-acea as to be concealed by other finish. 

DOORS. 


SO 


ly 1 3/I» ?hiok° 0r T-„fth 1 be 2 } A " thick and interior doors generat¬ 
ed oloit W hSe knl ?f adl shall be built 

veneered, the side veneers to be not lesJ th^l/l" thU r ° r °s’?? d ^ 
edge veneers not less thnn 1 /p" -nn-ifi 1 tuan thick 7 and the 

swinging doors (except ifo on? 1 L , Th ° meetln S rails of double- 
gals on edges o Doors U and tji oors ) shall have "beveled as tra- 

nesses of 7/8" thick by not over l^l/S" V L +?bJ ^ ° f tW0 tilick “ 

laid diagonally,and the doors covered d pin ®» one slde to be 

fled. covered with tin, as hereinbefore speci-r 


WIHDOW FRAMES, 


The exterior window frames shall be of the best quality 
^ '* * 1 lne , ,e ? cep i P ulle y stiles and parting strips of "box frames 
wmon-sha,.l b- of the best quality long leaf yellow pine. Barnes 

full height**' 1 ' nead sash sh - a11 he made so lower sash will raise the 
Pockets in pulley stiles of box frames shall be as long as 

s*,:s„s“: «iga:” “» *» 

thick|rebateffoPthe S aashf Sha11 haVe fram8S n0t lsss than 2 W 

The sills of all exterior frames shall be plowed to fit the 
to^be^de^/tSt:^ ShaU ^ ln hair “-tar, 'the Joints 

W rouit^^Tr o xS\s e nofover d 3'0” t a^: 0nry Wlth SalTanlzed 

All outside frames shall be tightly calked from both sides with 
clean oakum before permanently securing the beads in place. 

SASH. 


All sash not otherwise noted,shall be 1 3 / 4 " thick: transom* +n 
be the same thickness as the doors or windows over which they come? 


Exterior sash shall be of white pine and interior sn*h a-f +-u 
same wood as adjoining finish. sasn of the 


Pivoted sash shall have meu ldings on both sides of the sash 
to cover the joints,the mouldings to be secured to the sash or frame 
as the case may require. 

All sash over 4*0" wide shall have 1 l/4" T to let into the 
bottom rail* 
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SCREEN* . 

The counters of the screens shall be 1 3 / 8 " thick with saw 
cuts 2" apart on the under side within 3/8" of the top,or unifier side 
oi plate glass hereinafter specified,which must be let- in*, o the //cod 
work flush with the top. 


Money drav/ers with compartments shall be provided at the 
windows 3 and similar drawers without compartments beneath the 
counters where indicated. All drawers shall be made easy running 
have sides and i rents do?#eled or dovetailed together and have grain 
cl tiie -rood in the bottom to run across the drawers. Provide dust 
panels below all drawers. 


wupboards with adjustable shelves on Z shaped metal supports, 
arranged as directed by the Superintendent,shall be provided*where 
^ jmdicatea, the cupboards to be provided with doors. 


BASE. 

m me finished portion of the building,where wainscoting or 
.other base is not required,there shall be a 7/8" thick wood base 
^ith moulding on the upper edge,put down before the floor is laid. 


CHAIR RAILING AND PICTURE MOULDING. 


All office rooms,shall have a 2 l/2" picture moulding and 
rooms not Laving wainscoting,a chair rail about 3'0" above the 
floor line. 


FLOORING. 


_ . A Ue ( v/ood flooring shall be best quality maple flooring, 
that in^basement and where so noted to be 2" thick and elsewhere 
1 1/8" finished thickness,by not more than 2 l/4" face width bored, 
matched after being kiln dried,laid close and blind nailed to every 
bearing. Jo flooring shall be laid until all finish and base are in 
place,and all flooring must be cut between the base so as to make 
a perfect joint,as no shoe moulding will be permitted under any 
pretext. All cross joints must be closely fitted and broken only 
over solid bearings,unless ends are matched. 


The surface of wood floors must be protected from stains, 
grit 5 etc:.j until the completion of the contract,when they must be 
smootJxecl and scraped ready for finishing. 

THRESHOLDS. 


Quarter sawed white oak thresholds,l/2" thick with beveled edges 
siiall be provided and secured in place at all openings betv/een rooms 
having wood floors. 


36 . 


QUALITY „ 


HARD W A R E 


All hardware necessary to complete the work,must he furnished 
and put in place,whether specifically mentioned or not, and except 
where otherwise specified,to he real hronze metal of heavy 
pattern and plain finish. 


BUTTS. 

All swinging doors,except double acting doors,shall he hung 

on three,five knuckled,loose pin,steel hushed butts with tips, 

and horizontally hung sash and transoms hung on fixed pin butts 

without tips. Butts for 2 1/4" and 1 3 / 4 " thick doers 

igh 4 rbs * 5 024 P er Pair,and for doors less 

•be' ?,l wf+h v'°£’; + h \ Sh ^ nd ^ w ® igh 3 lbs * P er P air * Hinged sash shall 
% be . hung with o butts which shall not weigh less than 1 lb. -p*r 

tQ be hu - ng on 2 " butts * All butts shall be 
o_ sar,lc.ent width to swing the doors clear of all finish and 
i* necessary shall be heavier than above specified. 


Double acting doors shall be hung with one pair of doubl- 
acting spring hinges to each leaf,the hinges to be made so they 
.'Will not pull away from the jambs at the top and must he of "approved 
design and of ample size to carry the doors. 


LOCKS. 


All locks and latches shall he mortise(latches shall have 
antifriction attachments,) have hronze metal bolts,face and strike 
plates (the strike plates generally to he bent and he of such size 
as to protect the finish) and the tumblers of all locks must differ 
so that each lock can he opened only with the keys belonging to it. 

Locks for exterior swinging doors and doors opening into rooms 
from corridiors shall have cylinders with five tumblers and three 
corrugated keys, latches and dead bolts, the ’latch bolts to be 
operated by the knob on either side,the outside knobs to be regulated 
by stop work on the face. The dead bolt shall be op-rated with a 
key on either side. 

I 

Locks for doors between communicating rooms shall have latch 
as above specified,but without stop work,and dead bolt operated with 
key on either side. 

Locks for doors opening into toilet rooms shall be similar to 
locks for doors between communicating rooms,except that the dead" 
bolt shall be operated only from toilet room side and by a thumb 
piece. 

Doors for closets shall have latch operated with knob and dead 
bolt with key only from outside. 


All interior door locks,except locks for closet doo^s shall 
be master keyed in sets as may be directed. 

f t’ A1 d knobs ’ sha11 have s P indl es,set not less than 2 3 / 4 *' f rom e dge 


2 


All knobs shall he oval. The knobs for exterior door* ^ a ii 
1 / 4 " and for inside doors 1 3/4" their shortest diameters" 11 


he 
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An HnnM shall have combined roses and escutcheons abou - 
ft * i^douSe doo« to have each loaf triced in a similar manner. 

The sliding doors batwwen boiler and engine rooms to have heavy 
lever ^tch and other sliding doors shall have approved cylinder 
sliding door looks to open on outside only with keys. 

All drawers and cupboard doors slia.ll have d x 1 i '/? 
looks with dupncSe flat keys. Sash pivoted top and bottom shall 

kSSrSSSHSS 

at each side for holding open. 

SLIDING DOOR HANGERS. 

The sliding doors shall have approved overhead, wrought iron 
door hangers, with antifriction sheaves and the necessary steel raiis^ 
SSiSfiSfe., and be hung so as to work easily. Doors R, U & U’ to bo 
hung so as to close by gi avity. 

AXLE PULLEYS. 

The box frames shall have bronzed faced axle pulleys with 
rollers’ with antifriction bearings, the rollers to be 2 1/2 
on running facl^nd turned to fit the sash chain. 

SASH CHAIN,ETC. 

„ ash in box frames shall be hung on composition metal 
, a „h ^ain having a tensile strength of 400 lbs. and have weights 
to exactly counterbalance the sash. The sliding sash and grilles 
in screens to be hung with spring balances,or hinged as indicated. 

SASH LIFTS,ETC. 

each room sash pulls with 1 lA" x 6’0 poles. 

transom openers. 

An horizontally hung or pivoted sash and transoms (except, 
x qhall have bronze transom openers with not less 

^an m |/8" W i?o^e plated rods,the handles to come within easy reach. 
^Wherever necessarv provide extra length arms, special forms,or heaviel 
rods as may be required. Where transom openers cannou be employed 
Provide bronze opposition metal,stay chains on each side and fit 
?h+v, hPow soring ring catches. A special approved gear device must 
be provided for opening the pivoted and hinged sash in ^he veiling 
lights, to be operated from a convenient point m th floo* belo.;. 

PIVOTS. 

All pivoted transom and sash shall have rebated centres with 
at least 5/8" pins and 3/16" plates. 

BOLTS. 

One leaf of double swinging doers (tXCept double acting doors 
shall have bronze metal mortise bolt* with heavy steel rocu.,i,o 
operated at the centre w'ith handle** 
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DRAWER PULLS . 


Each drawer must "be fitted with two pulls. 

DOOR STOPS.ETC. 

t * 

, Hard wood door stops with rubber tips must be provided for 
,all swinging doors. 

> Provide basement entrance doors with liquid or pneumatic doo* 
springs and checks of approved size and all double acting doors v/i 
-3/8" brass hooks to hold, doors when open. 

DOOR PIATES. 

Both sides of each leaf of. double acting doors shall have 
3/32" thick push and kick plates with beveled edges,the push plate 
to be 24" long by as wide as the stiles will permit,the kick plate 
to leave 1/2" margin of the bottom rail on all sides. 
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PAINTING. 


PAINTING AND VARNISHING. 


The outside of all exterior sash, frames,and other exterior 
woodwork (except hard \ wood doors) the cement plastering' in light 
shafts,the tin covered doors and all exterior copper work shall be 
given,in addition to any previous painting,three coats of white lead 
and linseed oil of tints as directed. 

All door and window frames,sills,casing,skirting,or other 
finishing woodwork which is in contact with masonry or plastering, 
shall be given a heavy coat of mineral paint on the back. 

The cement wainscoting shall be sized and given two coats of 
approved enamel paint in colors as directed. The plastering along 
rear^ stair cases to be painted in the same manner to the height 
of the maible wai nscoting in the mezzanine story, a narrow border 
of different color to be painted at top. 


VARNISHING. 

All oak finish,and pine sash in connection therewith,to be 
carefully filled and given four coats of varnish,the three first 
coats to be rubbed down with pumice stone and oil and the last 
coat with pumice stone and water,and after having thoroughly dried 
to be given a coat of raw linseed oil and wiped to a dead finish. 

At least three days must elapse between the laying on and rubbing 
down of the varnish. The first coat of varnish on white pine sash 
in connection with hard wood to be colored, so when finished it will 
match the finished hard wood. Hard pine finish ts be given one coat of 
shellac and two coats of varnish.Tho first two coats"to be sandpapered 
The pulley stiles and parting strips of box frames to be 
given two coats of linseed oil. 


* LETTERING. 


The doors opening from the corridors to have the title of the 
occupant and office hours,the letters to be 3" high,of XX gold leaf 
shaded in black. 

OILING . 

When all other work is completed,the wood floors are to be thor¬ 
oughly smoothed,and given one coat of hot raw linseed oil, and one 
coat of boiled linseed oil,the first coat of oil to have sufficient 
stain to give the floors the desired tint when (.finished. At least 
4 days to elapse between each coat of oil. 


MATERIALS. 


All paints,varnishes,colors,and oils to be of the best quality, 
delivered in unbroken packages bearing the brand and maker's "name, 
must be mixed on the premises,be subject to inspect ion,and rejected 
materials removed from the premises. White lead shall be free from 
neutral lead and varnish shall contain not less than 25^ best quality- 
imported gum and no rosin or petroleum product. 
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•Gr L A Z I U G* 


best quality plate. ° o r n 2?j ed or specified,shall be of the 

light shaft, and j^e o rooms,for windows opening into 

glass polished-. t0 be cill PP e< l plate and all other 

Putty, and^secured in^Lce^ith^? 61 • s P rin £ in £ ^ in a bed of 

with nickel plated screws soac^d^rt” 2111 ? + 5a ? s or mouldings fastened 
screws to each length of bead. apart, out using at least two 

tops, 3 to bfse? ^h\he woodwork? gr6en felt in the c °™ ter 
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_A PT R 0 A C H E S~~ - 

All workmanship and materials,unless otherwise indicated,shalj 
correspond with similar work in the building. 

The contractor must state in his proposal sheet the amount 
included for the approaches. 


CURBS,ETC. 

All curbs shall be pointed smooth to 2" below grades^be set 
with close joints,plumb,true to line and grade and in conformity 
with municipal regulations. 


DRIVEWAY. 


The driveway shall be laid with granite blocks on a 6" concrete 
base,with a 6" foundation of broken stone or gravel. 

The stone of the foundation shall be broken to pass through 
3 ,f mesh sieve, the earth and stone to each be thoroughly rolled or 
tamped. 

The concrete shall be composed of one volume of Portland 
cementithree volumes of sand^and five volumes -of hard stone broken 
to pass through a 2" mesh sieve, and shall be }aid with the proper 

The granite blocks shall be about 8" square bj{ 4" thick, 
cut so "sides will form close joints and have level top surfaces. 

Lay the blocks with their longest dimensions at right angle to the 
driveway, in straight and continuous c ourses ,with close joints, in 
2" of sand, breaking joints at least 2". Ram with a heavy ranrner 
until the stones find a firm bed,the finished surface to be uniform 
and to grade. 

After ramming is completed,and when so' directed by the Superin¬ 
tendent,fill all joints with clean gravel thoroughly brushed in and 
then pour full of hot tar cement of the proper consistency,but tar 
that has been burned in heating shall not be used. After filling the 
joints with tar and while the tar is hot cover the surface with fine 
hot sand. 


WHEEL GUARDS. 


New granite wheel guards must be provided and placed where 
indicated,"to extend at least 2*6" below grade and have l’O" concrete 
foundation like that specified for driveway. 


SIDEWALK. 


The sidewalks shall have a 4" concrete base and a 1" finish 
coat,laid on an 8" bed of broken stone or cinders, the broken stone 
cr cinders to be well rolled or tamped in place before the concrete 
is laid. The concrete shall he composed of one volume of loose 
Portland cement,two volumes of loose sand, and three volumes of 
hard stone broken to pass through a 1" mesh sieve. Lay off 


blocks about 4 , 0" square,the joints to extend at least 


the concrete commences 


m 

half way 
to set 


through the concrete,and before 

spread the finish coat,composed of equal volumes of Portland cemen 
and finely crushed granite,mixed with onlyjenough water to thoroughly 
dampen the mass,as dusting with dry cement in finishing will not be 


4-’ i 
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permitted* rowal thoroughly, to a. smooth even surface o *t hr''/ /. 
o/i lines coinc iding with the Joints in the concrete,and . ,.ich 
with a v shaped tool, heave 1 1/2’' margins around the edge of 
./lab and roll the space within with, a toothed roller to form indenta¬ 
tions for foot hold. v inish close to build ,steps,etc., 
i'° i'i 1 ® proper grades. Keep 1/8" above rb where coming 

against sane form coping along grass* 


Th^ //alio must be kept moiot and be protected from the sun 
un/il the cement has set, then covered with 1" of wet sand,which 
, must be removed after 6 days. 


over the brick arches over well room, a 3 h room ad coal 
concrete, and finish in the same manner as spec' "* d for 
8 i? e Z /£a t’??°? Pt J h ? top »»rfzce shall be divided into 6^Vres 
w hlch sha11 be finished with a V shaped tool to form foot hold for 

J10JT8 6 S • 


GUTTERS,ETC. 

The gutters along walls at inside of lot line sholl b* y i* r i*. 
fied tile,straight,true and out of wind be laid with fall tobutlets 
bedded in a 6" bed of concrete like that specified for the a'r. veway* 

The catch basins for gutters and drain pipes fro., - y *- \ 

be provided under another contract* 


SOILING AND SLIDING, 


After carefully grading 
marked grass shall have l’O" 


with approved earth,the portions 
of rich loam,be seeded with approved 


grass seed,rolled,cut, watered and maintained^until a good Growth 

18 <XBBUr6u • 


James Knox Taylor, 

Supervising Architect. 


PROPOSAL VOR THE COMPLETION (EXCEPT SAFETY VAULTS ,FLU!*PJ'Tr,HF1ATI1TG 
APPARATUS,ELEVATORS,ELECTRIC WIRING AND CONDUITS) OE TIIE U.S.MINT, 
AT DENVER, COLORADO. 


N.B. 

After this proposal sheet is filled out it must not be forward¬ 
ed under frank, but must be detached and forwarded under separate 
cover, with postage prepaid by the contractor. 

AU£UBt 12 _■] qaq 


To the 

Supervising Architect, 

Treasury Department, 
Washington, D.C. 


Sir: 


_hereby propose to furnish all the materials and labor 

required for the completion,(except safety vaults,plumbing, heating 
apparatus,elevators,electric wiring and conduits) of the U.S.Mint 
at Denver, Colorado, in strict accordance with drawings Nos. 100, 
101, 102, 103, 104, 105, 106, 107, 108, 109, 110, 111, 112, 113, 
114, 115, 116, 117, 118, 119, 120, 121, 122, 123, 124, 125, 126, 
127, 128, 129, 130, 126-A, and M-12, the specif ications, such other 
details and models as may be furnished and the instructions of the 
Superintendent,for the sum of:— two dollars 

Two Hundred & Thirteen Thousand Four Hundred thirty- 213,422.0(j 

Twenty Months (20) 

TIME to complete- 

„ Platte Quarry 

Name o$ Granite Quarry--- 

Name of three buildings in which the granite has been ueed: — 

Denver, Colo Kansas City,Mo. 


Brand,name of maker and place of manufacturer of hard 
plaster to be used: — 

Kansas 

AMOUNT included in bid for approaches: — 

Eight Thousand Seven Hundred & Fifty nine _ B,759,00 

-----.-..U?-) 

AMOUNT included in bid for Bronze front doors and frame: — 

Twenty dine Hundred dollars 2,900.00 

—.--------—-*-(f>- 1 -). 

P^ICE p^r cu^d.for concrete footings:— 

...-.—... 

PRICE per sq.ft.for filling over floor arches:— 

Eight cents 8 cents 

- . - . -.*.-.-.($———) 

PRICE per sq.ft.for granolithic floors in basement:-- 

Twenty three cents 25 cts 

..-..($-) 

P ^e$t$*£hr$o f hnic eronolithio floors above basement:- ^ ^ 

____„_____( 4 *-^ 

sq.ft*for granolithic sidewalks: — 

Twenty three ccnt 3 , A 23 cts , 

— — — — — — —-i ■Vr —‘ " ' 



















Denver, Colorado. 


2 . 


'£ ‘ 


V 


ft.for granite facing in place 

_ J?*** jloiJ.ars_ It Jiwenty-fiy_e_ c_ts>_($ ASIfi--) 

PRICE per cu.ft.for granite steps in place:— 

_ Jtour toJL\A£. ijk A#en_ty_ Fixe._($_4*25- -) 

PRICE per lin.. ft. for street curbing in place: — 

_ Ow* doU»_($ _ _ _ -) 

PRICE per M. for common brick work:-- 

Sixteen (loU«p»_^ jl&M.) 

PRICE per sq.ft.for 4" terra cotta partitions in place:— 

_ _($ _ _ _ 1Z. c_ts} 

PRICE per sq.ft.for 6” terra cotta partitions in place:— 

Sixteen cents__i£ c _t^ 

PRICE per sq.ft, for terra cotta furring in place:-- 

_ Ten cents_____($ _ _ _ JLQ. _c_t 

PRICE per sq.yd.for cement plastering:-- 

Forty five cents___(<§___ 45. c_ts ) 

PRICE per sq.yd.for hard plastering on masonry:-- 

^Twenty six cents_ ^ _26 _ci^s 

PRICE per sq.yd.for hard plastering on metal lath, 
including the metal lath:-- 

.I***?_cents_ ($ _50 _c^s 

PRICE per opening for interior doors,including wood trim, 


hardware,etc.:— 


.rty Five JStoUar6_ ( ^_2&J5G. } 

PRICE per lin. ft.for marble cornice in corridor:-- 


(#- 

($- 


) 


PRICE per sq.ft.for marble wainscoting in place:-- 
PRICE per lin.ft.for marble base:— 


PRICE per sq.ft.for terrazzo floors,including marble 
borders,in place:— 


PRICE per Iin.ft.for marble treads:— 


PRICE per sq„r\.for 2 ,! maple floor in place, including 
?/ood • strips: — 

Seventeen cents 

— — — — ^«. _ «» 

PRICE per sq.ft.for 1 1/8" maple flooring in place, 
including wood strips:— 

Ten cents 


($ - ) 

($- ) 


4$ 


17 cti. 


(* 


10 cts. 


) 























Denver., Colorado. 


3. 


PRICE.per sq.ft.for railing on majn stairs:-- 

Five dollars t 

---(£__5«_QQ___) 

PRICE per sq.ft.for elevator screens: — 

Two dollars 

-_) 

PRICE per opening for grilles A in place:-- 

-_^: ty . don . ars _......_ (# _.»,qo_._, 

PRICE per opening for grilles C in place: — 

Seventy Five dollars „ c 

(_) 

PRICE per opening for grilles "D" in place: — 

torty Five dollars 

— --_---_*i5 ._0C^_\ 

PRICE ^|r opening for folding gates at elevator shafts: — 

-— — - -___ 4 * 50.00 _ _ 

PRICE each for lanterns at main entrance:— " 

rwo Hundred dollars 

---(^ 0 - o 0__ } 

PRICE each for lanterns on rear wall:— 

Fifty dollars CA 

---($_J^_0_0_ \ 

PRICE each for lamp standards:-- 

One hundred dollars 

—-- (*.«P...9P„ ) 

PRICE per lh.for ornamental cast iron,electroplated 
and set in place complete: — 

T^elve cents 

— --- $_L2 Jit:® _ _) 

PRICE per lh.for ornamental cast iron (not electroplated) 
furni^h^jd^and^set in place complete: — 

-_ _ ( £__08_CtS . 

Pi W3Li? e £ H)*for structural steel in place: — 

luree & on© half cents / 

- ($ .W/2c»ji 

„. James A.McGoni^le 

Signature- rC. _ 

Leavenworth,Kansas. 

Address- 

Names of Individual Members of Eirm: 


Name of Corporation, Name of President, 


Name of Secretary, Under what lav/ corporation 

is organized. 


J. K . Taylor, 8/12,1902. 
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Forwarding Enclosure 679 JCP FBS P LHB FIG 


Treasury Department 

Office of the Secretary 
Washington,August 25,1902. 


Mr. James A.tocGonigle, 

Leavenworth, Kansas. 


In accordance with the approval of this Department,your pro¬ 
posal,dated August 12,1902, addressed to the Supervising Architect, 
the lowest received under advertisement dated June 24,1902,and open¬ 
ed August 12,1902, is hereby accepted to furnish all the materials 
and labor required for the completion (except safety vaults,plumb¬ 
ing, heating apparatus,elevators,electric wiring and conduits)of 
the U.S.Mint s at DENVER, Colorado, in strict accordance with draw¬ 
ings Nos. 100,101,102,103,104,105,106,107,108,109,110,111,112,113, 
11a,115,116,117,116,119,121,123,124,125,126,127,128,129,130,126-A 
ana M-12, the specification,such other details and models as may be 
furnished and the instructions of the Superintendent,for the sum of 
two hundred and thirteen thousand four hundred and thirty-two dol¬ 
lars ($213,432.00). 

One set of the drawings and specification is forwarded you 
herewith,under separate cover. 

It is noted that you have not complied with the specification 
requirement relative to submitting samples of stone with your bid, 
therefore you are requested to at once forward such samples to the 
Supervising Architect for approval. 

You are advised that upon the carrying out by you of the spe¬ 
cification requirement relative to the submission of the following 
samples, the requirement that the balance of the samples be submitt¬ 
ed within six (6) weeks from the award of the contract,will be waiv¬ 
ed, and you will be ad lowed six (6) montns in which to submit them, 
it being understood that in varying the specified time no change 
is made in the time for the completion of the work. 

Cement, Sand, Paving slabs, Aggregate, Belgian block,Cokmon 
brick, Structural terra cotta, Galvanized iron, Copper, Metal clips, 
Metal lath, Expanded metal, White lead, Red lead, Linseed oil 

The brand of hard plaster which you submit is not known in 
this off ice, therefore you are requested to furnish the information 
relative thereto,including the names of at least six (6) buildings 
of prominence on which the material has been used for at least two 

(£) years. 

% 

ft is understood and agreed that you are required to execute 
a formal contract with bond in the sum of one hundred and six thous¬ 
and dollars ($ 106 , 000 .), guaranteeing the faithful performance of 

tae work embraced in this acceptance,a form for which is enclosed 
herewith. 


This contract and bond must be executed in strict accordance 

witn the rules printed at the head of the said form and be returned 

• * 

to the Supervising Architect of this Department at once. 

You are further required to sign near the signature of the 
Supervising Architect,the stamped set of said drawings forwarded 
herewith under separate cover,and return the same immediately for 
file in that office as the contract drawings mentioned on the sec¬ 
ond page of that instrument. 

It is understood and agreed that the entire work m braced in 
this acceptance is to be completed within twenty (20) months from 


tne date of the approval of your bond by the Secretary of trio Treas- 

\ \ ^ *6 % > X_ 

ury, of which you will be duly advised. 

The certified check for four thousand three hundred dollars \ 

\ V '■ \ 7 M \ 1 1 

($4,500.) which accompanied your proposal ,will be retained until 


the approval of your bond. 

’ W * ' / / \ 

Payments on account of the work will be inatfe as required by 
the terms of the contract,from the appropriation for MM BUILDING, 



DBMYKR,COLORADO. 

Please promptly acknowledge receipt of this letter,a copy^ 
which will be sent to the Superintendent of Construction 

X. X j \ 


MW 1 * '.SL 



Respectfully, 

H. A.TAYLOli, 


IL 


Assistant Secretary- 





•J 

SSH 


INSTRUCTIONS TO BE FOLLOWED IN EXECUTING THE FOLLOWING INSTRUMENTS. 


1. Tho CHRISTIAN NAM ICS (ono or more) must bo written in full in tho body of tho 
bond. 

Whon tho contracting party is a PARTNERSHIP concern, tho CONTRACT must 
boWgnod with tho FIRM NAME, without seal, and tho ROND must l»o tinned und sealed 
by BACH mom her of tho firm. Whon the contracting party in a CORPORATION, tho 
outrnot and bond must bo signed in tho CORPORATE NAME by the duly authorised 
officer of tho corporation; there must bo attached to tho contract duly authenticated 
evidence that tho officer executing tho contract and bond lias authority to do so, and 
thMi ho haa been duly elected to such office, and tho corporate seal must be altlxod to both 
thy ooutract and bond. In the event that tho corporation ban no corporate seal, tho fact 
sj% should bo shown ; and in such cane a seal of wax or wafer should bo adoptod and UBod for 
tho time being as the seal of the corporation. 

bond must bo dated ; and the bond must be of the same (or subsequent) date as 
* Vet 


X' 


^signature must be made in the presence of two porsons, who must sign their 


yt-' ' i Aoro must not be less than two individual suretios ; but ono corporate surety, duly 

0 ' 4 <UiUtiod under the Act of Congress of August 13,1804, may bo accepted as solo surety. 

* Souls of wax or wafer must bo attachod to tho signatures on tho bond of the prin¬ 

cipal and sureties. No seals are required to signatures on contract, excopt corporate seals. 
‘ 1 ^ murrlod woman will not be accoptod as surety. 

J 7 » Tho suretios must justify in amounts tho aggregate of which will bo oqnal to at 
least twice the ponalty of tho bond. 

This rulo applios to corporate as woll as individual sureties; and corporate suretios 
HI also be required to attach to each bond a copy of tho last statement of their assets 
iSftjlabilitiGS, as rendered pursuant to soction 4 of tho Act of Congress of August 13,1804. 
J -•'S. Each surety must make and sign an aflidavit of the amount ho is worth over and 
kivp all debts and liabilities, and such exemptions as may be allowed by law. 

\ 


9. Sureties, other than corporate suretios, must state under oath that tb« 
responsible as sureties on any other bond ; or, if so liable, the amount of such b 

10. Tho affidavits of surotUs must be taken and subscribed before 
authorized to administer ouths fonerally, who must certify that ho adminb 
oaths. If tho affidavits are takoi before a clerk of a court of record, a Unit 
commissioner, or a notary public,whoso official seal is thereto affixed, or bofoj 
of a United States court, authority to administer the oaths need not be shov 
taken boforo any other officer, or if tho official seal of tho clerk, United State 
sionor, or notary, is not affixed, \ho authority to administer the oaths and t 
character of tho ottlcor must be duly cortillod. 

11. A judge or clerk of a couit of record, a United States attorney, or 
Stutos commissioner, must certify that the suretios are sufficient to pay tli 
of the bond; and, excopt In tho ciuo of a judgo of tho United States co 
United States attorney, if tho person certifying lias no seal, his official char* 
be duly certified. Tho foregoing does not apply to corporate sureties who have 
with rule 7 hereof. 

12. Tho residence of principal and sureties must be distinc' 

13. Tho bond must have attached thereto a documentary r 

of 60 cents, duly canceled, as required by tho provisions of th» o t 9&'' r 
June 13,1808, and, In case of CORPORATE sureties, additional qffi ' * 

bo affixed and duly canopied, in an amount equal to one-half of I 
fractional part thereof of the premium charged on said bond. °- n eftrl1 

SURETY COMPANIES are also required to state the AMOUNT OF THE r 
charged and tho TERM for which same runs. 

14. In every case where a certificate ia required of tho official character of tj 
boforo whom affidavits wore made, a documentary internal-revenue sta^p 
affixed thereto, duly canceled, equal to ttie stun of 10 cents for each certificate. 

16. All erasures and interlineations in contract or bond must bo noted 
signatures of tho witnesses as having been madt\xjf oro tho execution thereof. 


CONTRACT 




BETWEEN THE 


UNITED STATES OF AMERICA 


AN1) 


JAMES 


A.McGonigle. 


execute a contract in a( 


< t$Q£thCrr«U3, By advertisement, duly made and published according to law, proposals were :isked for furnishing all of 

materials for the work herein provided for ; and -- ~~ 

^i<JUu'VCas r Tho proposal of James A.McGonigle 
H lunished in response thereto, was duly accepted, as hereinafter stated, on condition that he 
ith the terms of said hid. ( 

tuevefovz, this agreement, made and entered into by and between L.K.GRAW 
0 Secretary of the Treasury, for and in behalf of the United States of America, of the first part, and 

A.Wc.qoni&Le, of Leavenworth, KaN. f 

. ~ ?! • . 

ir i i ' r ’*’•** \ " , '» 


r Jl'C - 


‘Iha^ tha-pa^y of fiie^ecorid."palT*?#AtA . o.^Ld.-ia-i 
^ Apart* of the tat part to furuisl) all A. labor andniatcHal, and do 
&jxc*pt safety .vaults, plumbing, heating apparatu 
i-dviits) of the New Mint at Donv.er, Colo*, 


of the secoD 


, covenants and agre« 


«*■ v * 















' y 


i i 

Okric’k 

F 


'™ t! w™i 5 8uM*?, ARTMENT ' 

! '" r "‘ 134 ^^»M«ffSS ,0r -J- 


SGH 


,NS ™ S T ° BE ~ ™ EXECUTING the following instruments. 




Wll(>n .. - - 1,1 run in tho body of th« 

offl.vr oV^t ^nio““o„ bc t s j no ' 1 ‘“^“tobporam 

S^swsSaSs^'Sssssrtra 

ha ?Z ,‘ ,ntr ,“ 9 th< ’ St "‘ 1 ° f th “ conTuIr 1 “ f0r 8hOUM *» •**« «nd u£,to r 

! ui5 bond mu of , . 


nai 


i rm , , .— wio corporation. — — ana nsod for 

■ t ^ <lHted * UDd tb ° ^ mUat ** ° f tho samo <« subsequent) date ns 

v signature must bo innd« i n *. i_ 


UUU> jus 

mnst to —* ** *— - ~s thoir 

o must- «/-»#■ iv„ i_.I 


-list sign their 

7. t mHrrM WOmn " "•“! not be accepted C ° ntmCt ' ® XWPt COr * nte *»ls. 

leasttwico the penalty of^thftond. ““° nnt8 th ® ,8srr< * Bto of which will bo eqnai to at 

will also bo required to attorTto oitohboSSd mdividni ‘ I 8ur6tie «: nud corporate sureties 
uuu .iabditios, as rendered pursuant to section” IT^eA^totr Stat * mont of ,holr ««>ts 
*• E * cL , sure ‘J- most make and sign an affidavit or'ts Consross of August 13, 1*94 

above „u debts and liabilities, and snob exempts .?£ ^ “ 4 


rCS m“ 8 ^ 1 “‘“ 8urotlc8on “ n 'y<Sr^nT°0r\““Lw atO t 1 ' ln<l0r °“ th that tll6y *» W* 

lo. Tho affidavits of sureties must bo t i! 1Ub the amount of such liability, 
authorized to administer oaths tenerally who* ma t 1 * 1 ’' 1 f“ bsoriu>l1 before an officer 
oaths If the affidavits are take before a clerk o, th,,t Uu "'^i^tered the 

commissioner, or a notary public,who» offiehU L, i2 tT”". 0 ' ro<or<i ' “ Unlte <l 8te.es 
Of a United States court, autboriy m atoimsteT he ,7®'" ° r before a judge 

taken before .my other officer, or ft the^r^VZ , ,‘ thS n0ed not *» »howu; but It 
aioner, or not,try. is not afflx^ to wttor^ to f 7 clerk ' Uuite<1 at *» <-onm,W 
TT;;:^ ° m, ' cr ““t be dniy certifled. ! ^ mmlBt ® r the oaths and the officiiir 

Stums eommissioner, unis/<'er(ify' tuilt tto Sb £ <! ? attorney, or a United ' 

Of tho bond; and, oxcopt in th«* caao of n .^* tl08 ar ° a »UHcienfc to pay tlio poualtv 
United States attorney, if tho person certifying 0 ° f th ® United Stttt ‘* 8 ^arts or a 
be duly certifled. The foragoinlTdoes n“t anffiv't^” ” 0 “®7 hi “ 0 . fflciul - bara ter must 
with rule 7 hereof. PP y to corporate sureties who have <-oiuplied 

U £he rt"“ °{ P riMi l»l and sarotioB must bo dlatinc. 

b* affixed and dulv CORPORATE sureties, additional doL^ *T~ -* proved 

fractional part thereof ofth^’ “ UD amount to one-half 8t *mpa must 

SUR^^ompTntfc, Pr T mn Char ^ on ”** bond. doUA ^ « 

ehorged and the TERM for wfficWmeT™s'. 1 AM0UNT OF TM Pbbmium 

before whoToZvTu w^m^V”' 01 ^ “* of the peraou 

affixed thereto, duly canceled, equal to ^TmltuZn^Tj^h'^Tn ^ must ^ 

16- All erasures and interlinoafinna m or iU for each cerfeiflcato. 

Signature, of the witnesses os having been mStotoro^extmton ttoreof 
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United 
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CONTRACT 

between the 

STATES OF" 


AMERICA 


AND 


JA1M3 A.lhCSonlgle* 


y 


s / T 

1 



\1 


"GciUxCVC&S, By advertisement, duly made and published according to law, proposals were asked for furnishing all of the labor 

a, 

^ materials for the work herein provided for ; and 

T 'SSVhcfCitS, Tlie proposal of Jones A.kcGonigle 

jhrnished in response thereto, was duly accepted, as hereinafter stated, on condition that execute a contract in accordance 

lt *with the terms of said bid. 

3 *$OXO, tTxCjCJCfjOt*C ; this HQVCCtlXCUt^ made and euteroa iuto by and between L # ’ # 3HAVV 

14 Secretary of the Treasury, for and in behalf of the Urn*** States of America, of the first part, and 

15 Ja-33 . .Vc^or.i'le, of Leavenworth, KalR, 


VI 


\ 
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« ■ i p ^ tlie second t>art 

®2X i thC6SJL'th; That the party of theKond parr for th« wna idcraliou hereinafter mentioned, aovenante and agrees td«nd 
willl the party of the lintfc part to furnish all of the labor and materials and do and pe^-nTSlni.e'|«rk 


- LlrtR a'lWratuo, «i ftfptor^Plilec trie wlri 

20 Uxc&pt safety vaults , plumb tug, henWng •• • ^ 

Now Hint at Jonver, Colo., 
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1 aud such other detail drawings as may be furnished to the party of the second part by the Supervising Architect of the United States 

2 Treasury Department; the advertisement for proposals, dated June 24 1902 ; the specification for the work; 

3 the proposal dated AU&U8t 12 1902 ? addressed to the said Supervising Architect by the said party of the 

4 second part; and letter dated August 25 190^* ? addressed to the said party of the second part by 

5 H Ti. -jjC r Assistant Secretary of the Treasury, accepting said proposal; 



13 drawings, bearing the signature of the said Supervising Architect and the signature of the said party of the second part, are on file ' 
the Office of the Supervising Architect of the United States Treasury Department, and are hereby made p art-. o£ • 

And the said party of the second part further covenants and agrees that time*** *" 
lenced promptly upon receipt of notice of the apnrovai 
4 times aud seasons, aud with a» + 

O. 7 


1 particularly allow the first „ r mentioned in the second, shall be erected and performed a, though such work were particularly 

2 Sh ° W “ a " d ’" e ° ti0 ”"' “ «“*' respectively, unless otherwise specidcally provided! that all materials and work furnished shall be 
S subject to the approval of the said Supervising Architect i and that Mid party of the second part shall be responsible for the proper 

4 care and protection of all materials delivered and work performed by him until the completion and final acceptance of same. 

5 It is further covenanted and agreed by and between the parties hereto that the said party of the second part will make any 
li omissions from, additions to, or changes in, the work or materials herein provided for whenever required by said party of the first 
7 part.; the valuation of such work and materials to he determined on the basis of the contract, unit of value of material and work 

referred to; or, iu the absence of such unit of value, on prevailing market rates; which market rotes, in case of dispute, are to be 
n determined by the said Supervising Architect, whose decision with reference thereto shall be biuding upon both parties, and that no 


10 claim for damages, on account of such changes or for anticipated profits, shall be made or allowed. 

11 ]t IS fu,ther covenanted and agreed that no claim for compensation for any extra materials or work is to be made or allowed, 
111 unless the same be specifically agreed upon in writing or directed in writing by the party of the first part; and that no addition to, 

13 omission from, or changes in the work or materials herein specifically provided for shall make void or affect the other provision 

14 covenants of this contract, but the difference in the cost thereby occasioned, as the case may be, shall h« uw- ’ 

15 amount of the contract; and, in the absence of an express agreement or r*-- * 

16 changes in the work or materials herein specifically 
x 7 completion of the work. 

It is further cov' 


1 o contract 


1 And the said pad, of the fin* part, acting for and in behalf of the Dated States, covenant* and agree* to pay, or eanse to be 

2 paid unto the said party of ihe second part, or to him heirs, erecutors, administrators, or sneeessors, in lawful money of the 

3 Doited States, in consideration of the herein-recited covenants and agreements made by the party of the second part, the snrn of 

4 Two hundred thirteen thousand four hundred thirty-two 1213,432) dollars; such payment 

r , to he made, in the manner prescribed by paragraph “Payments" on page 3 of said specif i- 
6 cation, and r all of the retained percentages of such price shall he 
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BOND. 

^Cnoiu all men try these presents, That Jam.es A.HcOonigle 


5 of the City of Leavenworth _ , County of Leavenworth and 

6 State of Kansas , principal , and The United States Tidelity & guaranty 

' * s. ' * r 

iConpany a corporation created and existing under the Laws of the State of haryland 


A 

V 




9 o f the -C i t y -of- 


10 State. oi_ 


, County of 
■, and — 


and 


11 -of .the-City-of. 


12 State of 


", - Ouimly uf " """" " ana 

, surefr , are held and firmly bound unto the United States of Americ'- 


l** the sum of Ope. hundred six thousand dollars(ylQ6,000.)_ 

14 money of the United States, for the payment of which, well and truly to ^ 

15 executors, administrators, successors, and assigns, 

Sealed with our se' 


cottfU*' 





















